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 IMC- Conduit Pipe Pre- Galvanized 

IMC- Conduit Pipe Hot dip- Galvanized 

IMC- Conduit Pipe Stainless Steel SUS304 
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Features 
❖ Material: Carbon steel. 
❖ Pre-Galvanized or Hot-dip galvanized for excellent corrosion resistance.  
❖ High strength ductile steel for long life and easy bending.  
❖ Smooth, continuous raceways for fast wire pulling.  
❖ PVC End Cap to protect threads.  
❖ Complied to Safety standard UL1242.  
❖ Manufactured in accordance with ANSI C80. 6.  
❖ Thickness of zinc coating of Hot-dip galvanized IMC: as per ASTM A123/ 123M standard.  
❖ Thickness of zinc coating of Pre-galvanized IMC: > 15p(one-side)  
❖ Hot-dip galvanized IMC is available in trade sizes from 1/2” to 4” 
❖ Pre-galvanized IMC is available in trade size from 1/2” to 2” 

 

Standards Compliance 
 Minh Phat IMC is manufactured in accordance with ANSI C 80.6 and Underwriters 
Laboratories Safety Standard UL 1242 
. 

EMI Shielding 

 Minh Phat IMC is very effective in reducing the effects of electromagnetic field levels for 
encased power distribution circuits, shielding computers and other sensitive electronic 
equipment from the effects of electromagnetic interference. 

Applications 

 Minh Phat Intermediate Metal Conduit (IMC), when combined with Elbows, Couplings and 
Nipples (ECN), create an Electrical Raceway System recognized as an equipment grounding 
conductor which provides shielding from Electromagnetic Interference (EMI). IMC conduit 
is a raceway solution which allows for future wiring changes and provides excellent 
mechanical protection to conductors and cables.. 

❖ Minh Phat Intermediate Metal Conduit (IMC) is a lighter-weight, thinner wall alternative 
to rigid steel conduit. IMC is a listed threaded steel raceway of circular cross section with a 
coupling which can be either a standard straight-tapped conduit coupling or the integral type 

❖ IMC has a reduced wall thickness, when compared to RSC, and weighs about one-third 
less than RSC. The both sizes, outside and inside have a galvanized coating for corrosion 
protection. IMC Is Interchangeable with galvanized rigid steel conduit. Both have threads 
with a 3/4-inch per foot taper, use the same couplings and fittings; have the same support 
requirements; and are permitted to be used in the same locations. 
❖ It combines strength with ductility, providing easy bending, cutting and joining while 

Descriptions 
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Part 
Number Trade 

Size 
(Inch) 

Metric 
Designator 

(mm) 

Outside 
Diameter 

Wall 
Thickness 

Length Weight 

Pre- 
galvanized 

mm mm mm Kgs/pc 

IMCM12 1/2" 16 20.70 1.70 3030 2,85 

IMCM34 3/4" 21 26.14 1.90 3030 3,94 

IMCM100 1” 27 32.77 2.16 3025 5,23 

IMCM114 1-1/4” 35 41.59 2.16 3025 7,48 

IMCM112 1-1/2” 41 47.82 2.29 3025 8,67 

IMCM200 2” 53 59.93 2.41 3050 11,65 

IMC - Intermediate Metal Conduit Class 3 

Tolerance:   
 Outside Diameter: 1/2” through 2” ± 0.3 mm, 2-1/2” through 4” ± 0.4 mm.  
 Thickness: ± 10%.   
 Length: ± 6.4 mm 

 

American Standard: ANSI C 80.6: 2018 / UL1242 - QUATEST 3 

Material: Carbon steel. (Pre-Galvanized Steel) 

❖ Complied to Safety standard UL 1242.  

❖ Manufactured in accordance with ANSI C80.6.  

❖ Thickness of zinc coating for Pre- Galvanized Steel: > 15 microns (One Side) 

❖ Available in trade sizes 1/2” - 2”. 
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Part Number Trade 
Size 

(Inch) 

Metric 
Designator 

(mm) 

Outside 
Diameter 

Wall 
Thickness 

Length Weight 

Hot dip- 
galvanized 

mm mm mm Kgs/pc 

IMCM12N 1/2" 16 20.70 1.70 3030 2,85 

IMCM34N 3/4" 21 26.14 1.90 3030 3,94 

IMCM100N 1” 27 32.77 2.16 3025 5,23 

IMCM114N 1-1/4” 35 41.59 2.16 3025 7,48 

IMCM112N 1-1/2” 41 47.82 2.29 3025 8,67 

IMCM200N 2” 53 59.93 2.41 3050 11,65 

IMCM212N 2-1/2” 63 72.56 3.56 3010 18,71 

IMCM300N 3” 78 88.29 3.56 3010 22,87 

IMCM400N 4” 103 113.40 3.56 3005 29,84 

Tolerance:   
 Outside Diameter: 1/2” through 2” ± 0.3 mm, 2-1/2” through 4” ± 0.4 mm.  
 Thickness: ± 10%.   
 Length: ± 6.4 mm 

 

IMC- Intermediate Metal Conduit Class 4 
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American Standard: ANSI C 80.6: 2018 / UL1242 - QUATEST 3 

Material: Carbon steel. (Hot dip -Galvanized Steel) 

❖ Complied to Safety standard UL 1242.  

❖ Manufactured in accordance with ANSI C80.6.  

❖ Thickness of zinc coating for Hot dip- Galvanized Steel: > 45 microns (One Side) 

                           ❖ Available in trade sizes 1/2” - 2”. 
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Part Number Trade 
Size 

(Inch) 

Metric 
Designator 

(mm) 

Outside 
Diameter 

Wall 
Thickness 

Length Weight 

Stainless 
SUS304 

mm mm mm Kgs/pc 

SIMC12 1/2" 16 21.20 2.00 3000 2,85 

SIMC34 3/4" 21 27.30 2.00 3000 3,94 

SIMC100 1” 27 34.00 2.50 3000 5,23 

SIMC114 1-1/4” 35 42.00 2.50 3000 7,48 

SIMC112 1-1/2” 41 49.00 2.50 3000 8,67 

SIMC200 2” 53 60.00 2.50 3000 11,65 

SIMC212 2-1/2” 63 76.20 3.00 3000 18,71 

SIMC300 3” 78 89.50 3.00 3000 22,87 

SIMC400 4” 103 114.50 3.00 3000 29,84 

American Standard: ANSI C 80.6: 2018 / UL1242  
Material: SUS304 (Threaded Stainless Steel Conduit) 

❖ Complied to Safety standard UL 1242.  

❖ Manufactured in accordance with ANSI C80.6.  

 ❖ Available in trade sizes 1/2” - 4”. 

IMC- Stainless Intermediate Metal Conduit  
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IMC- Stainless Steel Conduit 3/4" x 2.0mm x 3000L 

IMC- Stainless Steel Conduit 1/2" x 2.0mm x 3000L 
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MON - Flexible Metallic Conduit 

MONS - Stainless SUS304 Flexible Conduit  

MBN - PVC Coated Flexible Conduit 

MBNH - Low Smoke and Zero Halogen Flexible 

MBNX - Liquid Tight Flexible Conduit (Grey)  

MBND - Liquid Tight Flexible Conduit (Black) 

FLEXIBLE CONDUIT 

ELECTRICAL & FITTINGS 
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Part Number Trade 
Size 

Inside Diameter 
(mm) 

Outside Diameter 
(mm) 

Length  
Roll 

Pre-Galvanized Min  Max Min  Max mm 

MON12 1/2" 15.80 16.30 19.20 19.70 50 

MON34 3/4" 20.60 21.20 24.30 25.10 50 

MON100 1” 25.40 26.40 30.00 31.00 50 

MON114 1-1/4” 31.70 34.50 38.00 40.30 50 

MON112 1-1/2” 38.10 40.00 45.00 48.80 50 

MON200 2” 50.80 52.80 56.50 57.10 30 

Part Number Trade 
Size 

(Inch) 

Inside Diameter 
(mm) 

Outside Diameter 
(mm) 

Length  
Roll 

Stainless 304 Min  Max Min  Max mm 

MONS12 1/2" 15.80 16.30 19.20 19.70 50 

MONS34 3/4" 20.60 21.20 24.30 25.10 30 

MONS100 1” 25.40 26.40 30.00 31.00 25 

MONS114 1-1/4” 31.70 34.50 38.00 40.30 20 

MONS112 1-1/2” 38.10 40.00 45.00 48.80 20 

MONS200 2” 50.80 52.80 56.50 57.10 15 

MON - Flexible Metallic Conduit  

Standard: BS731-1: 1952 / QUATEST 3 

Temperature range: - 50degC đến + 300degC 

Ingress Protection class: IP 40, Type: Squarelock 

Material: Pre- Galvanized Steel.  

               Stainless Steel SUS304 
 

MONS - Stainless SUS304 Flexible Conduit  
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Part Number Trade 
Size 

(Inch) 

Inside Diameter 
(mm) 

Outside Diameter 
(mm) 

Length  
Roll 

Pre-Galvanized Min  Max Min  Max mm 

MBN38 3/8” 12.30 12.80 16.70 17.20 100 

MBN12 1/2" 15.80 16.30 20.20 20.70 50 

MBN34 3/4" 20.70 21.20 25.50 26.10 50 

MBN100 1” 26.40 26.80 31.60 32.20 50 

MBN114 1-1/4” 34.70 35.40 40.80 41.50 50 

MBN112 1-1/2” 40.00 40.60 46.60 47.20 50 

MBN200 2” 51.30 51.90 58.10 58.70 30 

MBN212 2-1/2” 63.00 63.60 71.80 72.50 20 

MBN300 3” 78.00 78.70 87.20 87.90 10 

MBN400 4” 101.60 102.60 111.20 112.50 10 

MBN - PVC Coated Flexible Conduit  
Standard: BS731-1: 1952 / QUATEST 3 

Temperature range: - 25degC đến + 120degC 

Colar Pipe: Black 

Ingress Protection class: IP 67, Type: Squarelock 

Material: Pre- Galvanized Steel with PVC Jacket 
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Part Number Trade 
Size 

(Inch) 

Inside Diameter 
(mm) 

Outside Diameter 
(mm) 

Length  
Roll 

Pre-Galvanized Min  Max Min  Max mm 

MBNH12 1/2" 15.80 16.30 20.20 20.70 50 

MBNH34 3/4" 20.70 21.20 25.50 26.10 50 

MBNH100 1” 26.40 26.80 31.60 32.20 25 

MBNH114 1-1/4” 34.70 35.40 40.80 41.50 25 

MBNH112 1-1/2” 40.00 40.60 46.60 47.20 25 

MBNH200 2” 51.30 51.90 58.10 58.70 10 

MBNH212 2-1/2” 63.00 63.60 71.80 72.50 10 

MBNH300 3” 78.00 78.70 87.20 87.90 5 

MBNH400 4” 101.60 102.60 111.20 112.50 5 

MBNH - Low Smoke and Zero Halogen Flexible 
Standard: BS EN 14582 / IEC 61386 / QUATEST 3 

Temperature range: - 30degC đến + 80degC 

Ingress Protection class: IP 67, Type: Squarelock 

Tensile Resistance: Light: 250N / Medium: 500N / Heavy: 800N 

Material: Pre- Galvanized Steel with PVC LSZH Jacket 
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Part Number Trade Size 
(Inch) 

Inside  
Diameter (mm) 

Outside 
Diameter (mm) 

Length  
Roll 

ARROWTite Grey Min  Max Min  Max mm 

MBNX12 1/2" 15.70 16.30 20.80 21.30 30 

MBNX34 3/4" 20.70 21.30 26.00 26.70 30 

MBNX100 1” 26.20 26.90 32.70 33.40 30 

MBNX114 1-1/4” 35.10 35.70 41.50 42.20 15 

MBNX112 1-1/2” 40.20 40.80 47.40 48.30 15 

MBNX200 2” 51.00 51.80 59.40 60.30 15 

MBNX212 2-1/2” 62.50 64.00 72.10 73.00 7.5 

MBNX300 3” 77.60 78.80 87.70 88.90 7.5 

MBNX400 4” 101.10 102.50 113.20 114.30 7.5 

MBNX - Liquid Tight Flexible Conduit GREY 

12 

Standard: BS731-1: 1952 / TCVN7471-1:2010 / QUATEST 3 

Temperature range: - 25degC đến + 120degC 

Colar Pipe: Grey 

Made in Thailand: Arrowtite 

Ingress Protection class: IP 67, Type: Interlock 

Material: Pre- Galvanized Steel with PVC Jacket 

Application: Made from hot dip galvanized steel, good protection to 
enclosed cables from impact, moisture, vapor and abrasion Bendable 
and high flexibility Coated with high grade PVC Suitable for industrial 
and residential used Can be used both indoor and outdoor 
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Part Number 
Trade Size 

(Inch) 

Inside  
Diameter (mm) 

Outside 
Diameter (mm) 

Length  
Roll 

ARROW Tite 
BLACK Min  Max Min  Max mm 

MBND12 1/2" 15.70 16.30 20.80 21.30 30 

MBND34 3/4" 20.70 21.30 26.00 26.70 30 

MBND100 1” 26.20 26.90 32.70 33.40 30 

MBND114 1-1/4” 35.10 35.70 41.50 42.20 15 

MBND112 1-1/2” 40.20 40.80 47.40 48.30 15 

MBND200 2” 51.00 51.80 59.40 60.30 15 

MBND212 2-1/2” 62.50 64.00 72.10 73.00 7.5 

MBND300 3” 77.60 78.80 87.70 88.90 7.5 

MBND400 4” 101.10 102.50 113.20 114.30 7.5 

Standard: UL360 / BS731-1: 1952 / TCVN7471-1:2010 / QUATEST 3 

Temperature range: - 20⁰C đến + 150⁰C 

Colar Pipe: Black     Type: Interlock 

Made in Thailand: Arrowtite 
Ingress Protection class: IP 67 (with standard fittings)  
Material: Pre- Galvanized Steel with PVC Jacket 

Application: UL liquidtight standard Coated with high quality flame retardant 
PVC High flexiblity suitable for grounding and concrete embedding 

MBND - Liquid Tight Flexible Steel Conduit Black 
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KNR - IMC Couplings Threaded Conduit 
CCR - IMC Steel Elbow 90° Type 
DNR - IMC Water-Tight Hub and Conduit Hub  
TPC - IMC Threaded 3 - Piece Coupling 
UCMF - IMC Union Coupling (Male-Female) 
UCFF - IMC Union Coupling (Female-Female) 
NCFF - IMC Nipple Coupling (Female-Female) 
RMF - IMC Reducer Conduit (Male-Female) 
DN - IMC Grounding Insulated Bushing 
TRT - IMC Locknut Conduit 
KCDR - IMC Saddle with Base Type 
KODR - IMC Two Hole Strap Type 
KODR1 - IMC One Hole Strap Type 
TDR - IMC Inspection Threaded Tee Type 
CDR - IMC Inspection Threaded Elbow 90° Type 
HR1/ HRL1 - IMC Threaded Type 1 Outlet Circular Box 
HRT/ HRTL - IMC Threaded Type 2 Outlet Straight Circular Box 
HRV/ HRVL - IMC Threaded Type 2 Outlet Angle Circular Box 
HR3/ HRL3 - IMC Threaded Type 3 Outlet Circular Box 
HR4/HRL4 - IMC Threaded Type 4 Outlet Circular Box 
LC, LB, LL, LR, LT - IMC Type Threaded Conduit Bodies 
BDOR - IMC Threaded PVC Grommet Conduit  

IMC  
ELECTRICAL  

CONDUIT & FITTINGS 
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Part Number 
Electro - Gal 

Part Number 
Hot dip Gal  

Trade Size 
NPT (Inch) 

Part Number 
Stainless  

KNR12 KNR12N 1/2" KNR12S 

KNR34 KNR34N 3/4" KNR34S 

KNR100 KNR100N 1” KNR100S 

KNR114 KNR114N 1-1/4” KNR114S 

KNR112 KNR112N 1-1/2” KNR112S 

KNR200 KNR200N 2” KNR200S 

KNR212 KNR212N 2-1/2” KNR212S 

KNR300 KNR300N 3” KNR300S 

KNR400 KNR400N 4” KNR400S 

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal  

Trade Size NPT 
(Inch) 

CCR12 CCR12N 1/2" 

CCR34 CCR34N 3/4" 

CCR100 CCR100N 1” 

CCR114 CCR114N 1-1/4” 

CCR112 CCR112N 1-1/2” 

CCR200 CCR200N 2” 

CCR212 CCR212N 2-1/2” 

CCR300 CCR300N 3” 

CCR400 CCR400N 4” 

KNR - IMC Couplings Threaded Conduit 
Standard: JIS C 8330 / QUATEST 3 
Thickness of zinc coating: 35p     60p or ASTM A123/123M 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized) 
Inox 304 Stainless                                

CCR - IMC Steel Elbow 90° Type 
Material (Finish): Steel (Electro - galvanized or Hot dip - galvanized steel)  
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
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Part Number  
Trade Size NPT 

(Inch) 

TPC12 1/2" 

TPC34 3/4" 

TPC100 1” 

TPC114 1-1/4” 

TPC112 1-1/2” 

TPC200 2” 

TPC212 2-1/2” 

TPC300 3” 

TPC400 4” 

Part Number  
Zinc Die Cast 

Part Number 
Hot dip Gal  

Trade Size 
(Inch) 

DNR12 DNR12N 1/2" 

DNR34 DNR34N 3/4" 

DNR100 DNR100N 1” 

DNR114 DNR114N 1-1/4” 

DNR112 DNR112N 1-1/2” 

DNR200 DNR200N 2” 

DNR212 DNR212N 2-1/2” 

DNR300 DNR300N 3” 

DNR400 DNR400N 4” 

DNR - IMC Water-Tight Hub and Conduit Hub 

 Standard: JIS C 8330 / QUATEST 3 
Application: for use to bond Rigid or IMC conduit to a box or enclosure 

Material (Finish): Zinc Die Cast or Malleable iron + Electro - galvanized. 
 

                                 

TPC - IMC Threaded 3 - Piece Coupling 

 Material (Finish): Malleable iron + Electro - galvanized  
❖ Heavy duty casting, ❖ Concrete tight, ❖ Diractuarial without tape .  
❖ Couples conduits when conduit cannot be turned .            
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Part Number 
Electro - Gal 

Part Number 
Hot dip Gal  

Trade Size NPT 
(Inch) 

UCFF12 UCFF12N 1/2" 

UCFF34 UCFF34N 3/4" 

UCFF100 UCFF100N 1” 

UCFF114 UCFF114N 1-1/4” 

UCFF112 UCFF112N 1-1/2” 

UCFF200 UCFF200N 2” 

UCFF212 UCFF212N 2-1/2” 

UCFF300 UCFF300N 3” 

UCFF400 UCFF400N 4” 

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal  

Trade Size NPT 
(Inch) 

UCMF12 UCMF12N 1/2" 

UCMF34 UCMF34N 3/4" 

UCMF100 UCMF100N 1” 

UCMF114 UCMF114N 1-1/4” 

UCMF112 UCMF112N 1-1/2” 

UCMF200 UCMF200N 2” 

UCMF212 UCMF212N 2-1/2” 

UCMF300 UCMF300N 3” 

UCMF400 UCMF400N 4” 

UCMF - IMC Union Coupling (Male-Female) 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized steel)  
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242. 

UCFF - IMC Union Coupling (Female-Female) 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized steel)  
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242. 
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Part Number 
Electro - Gal 

Part Number 
Hot dip Gal  

Trade Size 
NPT (Inch) 

Dimension (mm) 

L1 L2 L 

NCFF12 NCFF12N 1/2”  17 17 44 

NCFF34 NCFF34N 3/4”  17 17 50 

NCFF100 NCFF100N 1”  20 20 50 

NCFF114 NCFF114N 1-1/4”  20 20 50 

NCFF112 NCFF112N 1-1/2”  20 20 50 

NCFF200 NCFF200N 2”  23 23 64 

NCFF212 NCFF212N 2-1/2”  28 28 75 

NCFF300 NCFF300N 3”  35 35 85 

NCFF400 NCFF400N 4” 35 35 90 

Part Number  
Trade Size NPT 

(Inch) 

RMF3412 3/4" x 1/2" 

RMF10012 1” x 1/2" 

RMF10034 1” x 3/4" 

RMF11434 1-1/4” x 3/4” 

RMF114100 1-1/4” x 1” 

RMF112100 1-1/2” x 1” 

RMF112114 1-1/2” x 1-1/4” 

RMF200114 2” x 1-1/4” 

RMF20012 2” x 1-1/2” 

NCFF - IMC Nipple Coupling (Female-Female) 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized steel)  
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242. 

RMF - IMC Reducer Conduit (Male-Female) 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized steel)  
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242. 
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IMC - ANSI C 80.6 
INTERMEDIATE METAL CONDUIT 

 

 

  

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal  

Trade Size NPT 
(Inch) 

TRT12 TRT12N 1/2" 

TRT34 TRT34N 3/4" 

TRT100 TRT100N 1” 

TRT114 TRT114N 1-1/4” 

TRT112 TRT112N 1-1/2” 

TRT200 TRT200N 2” 

TRT212 TRT212N 2-1/2” 

TRT300 TRT300N 3” 

TRT400 TRT400N 4” 

Part Number  
Zinc Die Cast 

Part Number 
Hot dip Gal  

Trade Size NPT 
(Inch) 

DN12 DNG12 1/2" 

DN34 DNG34 3/4" 

DN100 DNG100 1” 

DN114 DNG114 1-1/4” 

DN112 DNG112 1-1/2” 

DN200 DNG200 2” 

DN212 DNG212 2-1/2” 

DN300 DNG300 3” 

DN400 DNG400 4” 

DN - IMC Grounding Insulated Bushing 

Material (Finish): Zinc Die Cast, Carbon Steel (Hot dip - galvanized steel)  
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242. 

TRT - IMC Locknut Conduit 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized steel)  
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242. 
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IMC - ANSI C 80.6 
INTERMEDIATE METAL CONDUIT 

 

   

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal  

Trade Size 
(Inch) 

KCDR12 KCDR12N 1/2" 

KCDR34 KCDR34N 3/4" 

KCDR100 KCDR100N 1” 

KCDR114 KCDR114N 1-1/4” 

KCDR112 KCDR112N 1-1/2” 

KCDR200 KCDR200N 2” 

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal  

Trade Size 
(Inch) 

KODR12 KODR12N 1/2" 

KODR34 KODR34N 3/4" 

KODR100 KODR100N 1” 

KODR114 KODR114N 1-1/4” 

KODR112 KODR112N 1-1/2” 

KODR200 KODR200N 2” 

KODR212 KODR212N 2-1/2” 

KODR300 KODR300N 3” 

KODR400 KODR400N 4” 

KCDR - IMC Saddle with Base Type 
Application: Snap one type IMC conduit where higher load bearing is required 

Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material (Finish): Steel (Electro - galvanized or Hot dip - galvanized steel)  
 

Application: Snap on type for IMC conduit where higher load bearing is required 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material (Finish): Steel (Electro - galvanized or Hot dip - galvanized steel)  
 

KODR - IMC Two Hole Strap Type 
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MINH PHAT Co.,Ltd 

IMC - ANSI C 80.6 
INTERMEDIATE METAL CONDUIT 

 

  

Part Number  Trade Size NPT (Inch) 

CDR12 1/2" 

CDR34 3/4" 

CDR100 1” 

CDR114 1-1/4” 

CDR112 1-1/2” 

CDR200 2” 

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal  

Trade Size 
(Inch) 

KODR112 KODR112N 1/2" 

KODR134 KODR134N 3/4" 

KODR1100 KODR1100N 1” 

Part Number  Trade Size (Inch) 

TDR12 1/2" 

TDR34 3/4" 

TDR100 1” 

KODR1 - IMC One Hole Strap Type 

Application: Threaed IMC Conduit to IMC Conduit 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material (Finish): Aluminum Alloy 

CDR - IMC Inspection Threaded Elbow 90° Type 

Application: Click on type for IMC conduit 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material (Finish): Steel (Electro - galvanized or Hot dip - galvanized steel)  
 

Application: Threaed IMC Conduit to IMC Conduit 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material (Finish): Aluminum Alloy 

TDR - IMC Inspection Threaded Tee Type 
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IMC - ANSI C 80.6 
INTERMEDIATE METAL CONDUIT 

 

  

Part Number  Trade Size NPT (Inch) 

HRV212 1/2" 

HRV234 3/4" 

HRV2100 1” 

HRV2114 1-1/4” 

Part Number  Trade Size NPT (Inch) 

HR112 1/2" 

HR134 3/4" 

HR1100 1” 

HR1114 1-1/4” 

Part Number  Trade Size NPT (Inch) 

HRT212 1/2" 

HRT234 3/4" 

HRT2100 1” 

HRT2114 1-1/4” 

HR1 – IMC - 1 Outlet Threaded Circular Box 
Standard: JIS C 8340 / BS 4568-1:1970 / QUATEST 3 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material (Finish): Aluminum Alloy 
 

HRT - IMC - 2 Outlet Thread Straight Circular Box 

HRV - IMC - 2 Outlet Thread Angle Circular Box 
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IMC - ANSI C 80.6 
INTERMEDIATE METAL CONDUIT 

 

 

 

 

  

Part Number  Trade Size NPT (Inch) 

HR312 1/2" 

HR334 3/4" 

HR3100 1” 

HR3114 1-1/4” 

Part Number 
No Hole 

Part Number 
Hole 

Trade Size 
(Inch) 

NHT12 NHTL12 1/2" 

NHT34 NHTL34 3/4" 

NHT100 NHTL100 1" 

NHT114 NHTL114 1-1/4” 

Part Number  Trade Size NPT (Inch) 

HR412 1/2" 

HR434 3/4" 

HR4100 1” 

HR4114 1-1/4” 

HR3 - IMC - 3 Outlets Threaded Circular Box 
Standard: JIS C 8340 / BS 4568-1:1970 / QUATEST 3 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material (Finish): Aluminum Alloy 
 

HR4 - IMC - 4 Outlets Threaded Circular Box 

NHT - Dome Cover Circular Surface Box 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material (Finish): Aluminum Alloy, Steel 
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IMC - ANSI C 80.6 
INTERMEDIATE METAL CONDUIT 

        

 

Part Number  Trade Size 
(Inch) H A B D 

HRL412 1/2" 40.5 89.5 73 25.5 

HRL434 3/4" 40.5 89.5 73 31.5 

Part Number  Trade Size 
(Inch) H A B D 

HRL112 1/2" 40.5 89.5 73 25.5 

HRL134 3/4" 40.5 89.5 73 31.5 

Part Number  Trade Size 
(Inch) H A B D 

HRTL212 1/2" 40.5 89.5 73 25.5 

HRTL234 3/4" 40.5 89.5 73 31.5 

Part Number  
Trade Size 

(Inch) 
H A B D 

HRVL212 1/2" 40.5 89.5 73 25.5 

HRVL234 3/4" 40.5 89.5 73 31.5 

Part Number  
Trade Size 

(Inch) 
H A B D 

HRL312 1/2" 40.5 89.5 73 25.5 

HRL334 3/4" 40.5 89.5 73 31.5 

HRL1 - IMC Circular Surface Box - 1 Outlet 
Standard: JIS C 8340 / BS 4568-1:1970 / QUATEST 3 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material (Finish): Aluminum Alloy 
 

HRTL - IMC Circular Surface Box -  Straight 2 Outlets 

HRVL - IMC Circular Surface Box -  Angle 2 Outlets 
 

HRL3 - IMC Circular Surface Box - 3 Outlet 

HRL4 - IMC Circular Surface Box - 4 Outlet 
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MINH PHAT Co.,Ltd 

IMC - ANSI C 80.6 
INTERMEDIATE METAL CONDUIT 

 

    

Part Number  Trade Size NPT (Inch) 

IMC-LL12 1/2" 

IMC-LL34 3/4" 

IMC-LL100 1” 

IMC-LL114 1-1/4” 

IMC-LL112 1-1/2” 

IMC-LL200 2” 

Part Number  Trade Size NPT (Inch) 

IMC-LC12 1/2" 

IMC-LC34 3/4" 

IMC-LC100 1” 

IMC-LC114 1-1/4” 

IMC-LC112 1-1/2” 

IMC-LC200 2” 

Part Number  Trade Size NPT (Inch) 

IMC-LB12 1/2" 

IMC-LB34 3/4" 

IMC-LB100 1” 

IMC-LB114 1-1/4” 

IMC-LB112 1-1/2” 

IMC-LB200 2” 

LC - IMC Threaded Rigid Conduit Bodies Type 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material: Aluminum die cast  

Finsh: Premium gray power coating + Aluminum Cover & Gasket 

LB - IMC Threaded Rigid Conduit Bodies Type 

LL - IMC Threaded Rigid Conduit Bodies Type 
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IMC - ANSI C 80.6 
INTERMEDIATE METAL CONDUIT 

 

 

   

Part Number  Trade Size NPT (Inch) 

IMC-LR12 1/2" 

IMC-LR34 3/4" 

IMC-LR100 1” 

IMC-LR114 1-1/4” 

IMC-LR112 1-1/2” 

IMC-LR200 2” 

Part Number  Trade Size NPT (Inch) 

IMC-LT12 1/2" 

IMC-LT34 3/4" 

IMC-LT100 1” 

IMC-LT114 1-1/4” 

IMC-LT112 1-1/2” 

IMC-LT200 2” 

LR - IMC Threaded Rigid Conduit Bodies Type 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material: Aluminum die cast 
Finsh: Premium gray power coating + Aluminum Cover & Gasket 

LT - IMC Threaded Rigid Conduit Bodies Type 

26 
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IMC - ANSI C 80.6 
INTERMEDIATE METAL CONDUIT 

 

  

Part Number  Trade Size (Inch) 

BDOR12 1/2" 

BDOR34 3/4" 

BDOR100 1” 

BDOR114 1-1/4” 

BDOR112 1-1/2” 

BDOR200 2” 

BDOR212 2-1/2” 

BDOR300 3” 

BDOR400 4” 

Part Number  Trade Size (Inch) 

MBC12114 

1/2" 

3/4" 

1” 

1-1/4” 

Part Number  Trade Size (Inch) 

BOR12 1/2" 

BOR34 3/4" 

BOR100 1” 

BOR - IMC Conduit Bender Type 
Manufactured in accordance with ANSI C 80.6 and Safety standard UL1242 
Material (Finish): Aluminum Alloy, Steel 
 

BDOR - IMC - PVC Grommet Conduit Type 
Manufactured in accordance with ANSI C 80.3 and Safety standard UL797 
Material (Finish): PVC Plastic Conduit 
 

BDOR - IMC Bending Machine Conduit Type 
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IMC CONDUIT CLASS 4 
 

EXPLOSION PROOF TYPE 
CONDUIT & FITTINGS 

 

MEYF - Sealing Fittings for Vertical Position Only 

MEHF - Sealing Fittings for Horizontal Position Only 

MELC - Increased Safety Rigid Conduit Bodies Style LC 

MELB - Increased Safety Rigid Conduit Bodies Style LB 

MELR - Increased Safety Rigid Conduit Bodies Style LR 

MELL - Increased Safety Rigid Conduit Bodies Style LL 

MELT - Increased Safety Rigid Conduit Bodies Style LT 

METB - Increased Safety Rigid Conduit Bodies Style TB 

METBB - Increased Safety Rigid Conduit Bodies Style TBB  

METX - Increased Safety Rigid Conduit Bodies Style TX 

ROUND BOX - Explosion Proof Type Rigid Conduit  

ROUND BOX - Increased Safety Type Rigid Conduit  
JUNCTION BOXES, Increased Safety Type Conduit 
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Part Number 
Thread Size 
NPT, Inch 

Dimension (mm) 

D H L 

MEYF12 1/2”  33 62 83 

MEYF34 3/4”  38 72 99 

MEYF100 1”  45 85 106 

MEYF114 1-1/4”  56 97 126 

MEYF112 1-1/2”  62 118 142 

MEYF200 2”  75 137 162 

MEYF212 2-1/2”  94 154 183 

MEYF300 3”  106 178 205 

MEYF400 4”  132 218 230 

Part Number 
Thread Size 
NPT, Inch 

Dimension (mm) 

D H L 

MEHF12 1/2”  30 61 80 

MEHF34 3/4”  39 61 97 

MEHF100 1”  45 67 120 

MEHF114 1-1/4”  56 78 133 

MEHF112 1-1/2”  62 88 142 

MEHF200 2”  75 100 161 

MEHF212 2-1/2”  94 124 191 

MEHF300 3”  105 133 213 

MEHF400 4”  130 165 240 

SEALING FITTING, Explosion Proof Type Conduit  

Type of Protection Standard: Ex d ll C 
Ingress protection: IP 66  
Material: Malleable Cast Iron  
Finish: Hot dip Galvanized 
Thread: PF, NPT 

MEYF Series Flameproof Sealing Fittings for Vertical Position Only 
 

MEHF Series Flameproof Sealing Fittings for Horizontal Position Only 
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EXPLOSION PROOF TYPE 
CONDUIT & FITTINGS 
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Part Number 
Thread Size   
NPT, Inch 

Dimension (mm) 

D H L 

MELB12 1/2”  39 67 123 

MELB34 3/4”  43 75 134 

MELB100 1”  56 93 161 

MELB114 1-1/4”  63 101 171 

MELB112 1-1/2”  71 110 191 

MELB200 2”  83 124 222 

MELB212 2-1/2”  97 148 246 

MELB300 3”  108 161 278 

MELB400 4”  138 196 304 

Part Number 
Thread Size   
NPT, Inch 

Dimension (mm) 

D H L 

MELC12 1/2”  39 67 142 

MELC34 3/4”  43 74 153 

MELC100 1”  57 92 184 

MELC114 1-1/4”  64 101 196 

MELC112 1-1/2”  72 108 215 

MELC200 2”  82 124 251 

MELC212 2-1/2”  99 152 278 

MELC300 3”  112 163 309 

MELC400 4”  135 194 338 

MELC - Increased Safety Rigid Conduit Bodies Style LC 
 Type of Protection Standard: Ex e ll 
Material: Malleable Cast Iron body cover & Neoprene packing 
Finish: Hot dip Galvanized, Bolt: Stainless Steel 
Thread: NPT 
 

MELB - Increased Safety Rigid Conduit Bodies Style LB 
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EXPLOSION PROOF TYPE 
CONDUIT & FITTINGS 
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Part Number 
Thread Size   
NPT, Inch 

Dimension (mm) 

D H L 

MELR12 1/2”  59 49 123 

MELR34 3/4”  63 53 133 

MELR100 1”  85 65 160 

MELR114 1-1/4”  89 77 170 

MELR112 1-1/2”  98 83 189 

MELR200 2”  112 100 220 

MELR212 2-1/2”  132 118 249 

MELR300 3”  142 130 277 

MELR400 4”  170 160 317 

Part Number 
Thread Size   
NPT, Inch 

Dimension (mm) 

D H L 

MELL12 1/2”  59 49 123 

MELL34 3/4”  63 53 133 

MELL100 1”  85 65 160 

MELL114 1-1/4”  89 77 170 

MELL112 1-1/2”  98 83 189 

MELL200 2”  112 100 220 

MELL212 2-1/2”  132 118 249 

MELL300 3”  142 130 277 

MELL400 4”  170 160 317 

MELR - Increased Safety Rigid Conduit Bodies Style LR 
 Type of Protection Standard: Ex e ll 
Material: Malleable Cast Iron body cover & Neoprene packing 
Finish: Hot dip Galvanized, Bolt: Stainless Steel 
Thread: NPT 
 

MELL - Increased Safety Rigid Conduit Bodies Style LL 
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CONDUIT & FITTINGS 
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Part Number 
Thread Size   
NPT, Inch 

Dimension (mm) 

D H L 

MELT12 1/2”  39 46 142 

MELT34 3/4”  44 53 153 

MELT100 1”  56 57 183 

MELT114 1-1/4”  64 76 196 

MELT112 1-1/2”  70 85 215 

MELT200 2”  82 110 250 

MELT212 2-1/2”  99 118 278 

MELT300 3”  112 130 309 

MELT400 4”  135 160 338 

Part Number 
Thread Size   
NPT, Inch 

Dimension (mm) 

D H L 

METB12 1/2”  39 67 142 

METB34 3/4”  43 74 153 

METB100 1”  57 92 184 

METB114 1-1/4”  64 101 196 

METB112 1-1/2”  72 108 215 

METB200 2”  82 124 251 

METB212 2-1/2”  99 152 278 

METB300 3”  112 163 309 

METB400 4”  135 194 338 

MELT - Increased Safety Rigid Conduit Bodies Style LT 
 Type of Protection Standard: Ex e ll 
Material: Malleable Cast Iron body cover & Neoprene packing 
Finish: Hot dip Galvanized, Bolt: Stainless Steel 
Thread: NPT 
 

METB - Increased Safety Rigid Conduit Bodies Style TB 
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CONDUIT & FITTINGS 
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Part Number 
Thread Size   
NPT, Inch 

Dimension (mm) 

D H L 

METBB12 1/2”  39 67 142 

METBB34 3/4”  43 74 153 

METBB100 1”  57 92 184 

METBB114 1-1/4”  64 101 196 

METBB112 1-1/2”  72 108 215 

METBB200 2”  82 124 251 

METBB212 2-1/2”  99 152 278 

METBB300 3”  112 163 309 

METBB400 4”  135 194 338 

Part Number 
Thread Size   
NPT, Inch 

Dimension (mm) 

D H L 

METX12 1/2”  77 47 142 

METX34 3/4”  85 53 153 

METX100 1”  116 65 184 

METX114 1-1/4”  118 77 196 

METX112 1-1/2”  123 85 217 

METX200 2”  139 99 250 

METX212 2-1/2”  165 117 280 

METX300 3”  174 131 307 

METX400 4”  204 159 337 

33 

METBB - Increased Safety Rigid Conduit Bodies Style TBB 
 Type of Protection Standard: Ex e ll 
Material: Malleable Cast Iron body cover & Neoprene packing 
Finish: Hot dip Galvanized, Bolt: Stainless Steel 
Thread: NPT 
 

METX - Increased Safety Rigid Conduit Bodies Style TX 
 

EXPLOSION PROOF TYPE 
CONDUIT & FITTINGS 

 



 

Add: 114/72/2 To Ngoc Van, Ward 15, Go Vap District, Ho Chi Minh City, Vietnam 

Hotline:  0902 959 615  -  0909 077 615           Email: thietbiminhphat@gmail.com      

 

 
MINH PHAT Co.,Ltd 

 

  

Part Number 
Thread Size  
NPT, Inch 

Dimension (mm) 

H L1 L 

MERB12 1/2”  82 85 140 

MERB34 3/4”  82 85 140 

MERB100 1”  82 85 144 

MERB114 1-1/4”  107 107 170 

MERB112 1-1/2”  107 107 170 

MERB200 2”  134 145 223 

Part Number 
Thread Size  
NPT, Inch 

Dimension (mm) 

H L1 L 

MEJBI12 1/2”  59 85 132 

MEJBI34 3/4”  63 85 133 

MEJBI100 1”  76 85 138 

MEJBI114 1-1/4”  85 106 170 

MEJBI112 1-1/2”  95 106 170 

MEJBI200 2”  118 142 220 

34 

ROUND BOX, Explosion Proof Type Rigid Conduit  

Type of Protection Standard: Ex d IIC T6, (*) Ex tD A21 T85°C 
Ingress protection: IP 66  
Electrical Rating: 1” or less, 250V 20A 6P / 2” or less, 600V 30A 6P 
Material: Malleable Cast Iron, Finish: Hot dip Galvanized,  
Thread: NPT 
  

ROUND BOX, Increased Safety Type Rigid Conduit  

Type of Protection Standard: Ex e IIC  
Material: Malleable Cast Iron, Finish: Hot dip Galvanized  
Thread:  NPT 
 

EXPLOSION PROOF TYPE 
CONDUIT & FITTINGS 
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Part Number Dimensions 
     L x W x D (mm) 

BJX202012 200 x 200 x 120 

BJX202015 200 x 200 x 150 

BJX302015 300 x 200 x 150 

BJX302017 300 x 200 x 170 

BJX303015 300 x 300 x 150 

BJX303018 300 x 300 x 180 

BJX403015 400 x 300 x 150 

BJX403018 400 x 300 x 180 

BJX403020 400 x 300 x 200 

BJX504020 500 x 400 x 200 

BJX504025 500 x 400 x 250 

BJX605020 600 x 500 x 200 

BJX605025 600 x 500 x 250 

BJX706022 700 x 600 x 220 

BJX806022 800 x 600 x 220 

BJX907022 900 x 700 x 220 

BJX907032 900 x 700 x 320 
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JUNCTION BOXES, Increased Safety Type Conduit 
 

EXPLOSION PROOF TYPE 
CONDUIT & FITTINGS 

 

Type of Protection Standard: Ex d II C T6 Gb 
Ingress protection class: IP 66 
Material: Cast Aluminum, Cove Cast Aluminum  
Bolt.Nut.Washer: Stainless Steels 
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MINH PHAT CO.,LTD 
FLEXIBLE CONDUIT & FITTINGS 

 

 

  

36 

 

DNMK - Connector, Straight Flexible Conduit to 
Box 

DNMA - Connector, Squeeze Straight Flexible 
Conduit to Box 

DNRK - Connector, Flexible Conduit to G.I 
Conduit Pipe IMC 

DNRKS - Connector, Stainless SUS304 Flexible 
Conduit to Conduit Pipe IMC 

DNVK90 - Connector, Angle 90° Flexible Conduit 
to Box 

DNVK45 - Connector, Angle 45° Flexible Conduit 
to Box 

DBM - Metal Ferrule to Flexible Conduit  

DNMMK – Connector, Flexible Conduit to 
Flexible Conduit  

FLEXIBLE CONDUIT 
& FITTINGS 
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FLEXIBLE CONDUIT 
 

  

Part Number 
Die Cast Zinc 

Part Number 
Malleable Iron  

Trade Size (Inch) 

DNMK12 DNMK12N 1/2" 

DNMK34 DNMK34N 3/4" 

DNMK100 DNMK100N 1” 

DNMK114 DNMK114N 1-1/4” 

DNMK112 DNMK112N 1-1/2” 

DNMK200 DNMK200N 2” 

DNMK212 DNMK212N 2-1/2” 

DNMK300 DNMK300N 3” 

DNMK400 DNMK400N 4” 

Part Number 
Die Cast Zinc 

Trade Size 
 (Inch) 

DNMA12 1/2" 

DNMA34 3/4" 

DNMA100 1” 

DNMA114 1-1/4” 

DNMA112 1-1/2” 

DNMA200 2” 

DNMK - Connector, Straight Flexible Conduit to Box 

DNMA - Connector, Squeeze Flexible Conduit to Box 
Standard: JIS C 8350 / QUATEST 3 
Material: Die Cast Zinc,  

Standard: JIS C 8350 / QUATEST 3 
Material: Die Cast Zinc, Malleable Iron + Zinc Plated  
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FLEXIBLE CONDUIT 
 

 

 

   

Part Number 
Malleable Iron 

Trade Size NPT 
(Inch) 

DNRK12N 1/2" 

DNRK34N 3/4" 

DNRK100N 1” 

DNRK114N 1-1/4” 

DNRK112N 1-1/2” 

DNRK200N 2” 

Part Number 
Die Cast Zinc 

Trade Size NPT 
(Inch) 

DNRK12 1/2" 

DNRK34 3/4" 

DNRK100 1” 

DNRK114 1-1/4” 

DNRK112 1-1/2” 

DNRK200 2” 

DNRK212 2-1/2” 

DNRK300 3” 

DNRK400 4” 

DNRK - Connector, Flexible Conduit to Conduit IMC 
Standard: JIS C 8350 / QUATEST 3 
Material: Die Cast Zinc 

DNRKN - Connector, Flexible Conduit to Conduit IMC 

Standard: JIS C 8350 / QUATEST 3 
Material: Malleable Iron, Finish: Zinc Plated 
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FLEXIBLE CONDUIT 
 

 

 

 

 

 

    

Part Number 
Die Cast Zinc 

Part Number 
Malleable Iron  

Trade Size (Inch) 

DNVK12 DNVK12N 1/2" 

DNVK34 DNVK34N 3/4" 

DNVK100 DNVK100N 1” 

DNVK114 DNVK114N 1-1/4” 

DNVK112 DNVK112N 1-1/2” 

DNVK200 DNVK200N 2” 

DNVK212 DNVK212N 2-1/2” 

DNVK300 DNVK300N 3” 

DNVK400 DNVK400N 4” 

Part Number 
Die Cast Zinc 

Part Number 
Malleable Iron 

Trade Size (Inch) 

DNVK12-45 DNVK12N-45 1/2" 

DNVK34-45 DNVK34N-45 3/4" 

DNVK100-45 DNVK100N-45 1” 

DNVK114-45 DNVK114N-45 1-1/4” 

DNVK112-45 DNVK112N-45 1-1/2” 

DNVK200-45 DNVK200N-45 2” 

Standard: JIS C 8350 / QUATEST 3 
Material: Die Cast Zinc, Malleable Iron + Zinc Plated  

DNVK45 - Connector, Angle 45° Flexible Conduit 
to Box 

DNVK90 - Connector, Angle 90° Flexible Conduit 
to Box 

Standard: JIS C 8350 / QUATEST 3 
Material: Die Cast Zinc, Malleable Iron + Zinc Plated  
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FLEXIBLE CONDUIT 
 

 

  

Part Number 
Die Cast Zinc 

Trade Size 
 (Inch) 

DNMMK12 1/2" 

DNMMK34 3/4" 

DNMMK100 1” 

DNMMK114 1-1/4” 

DNMMK112 1-1/2” 

DNMMK200 2” 

DNMMK212 2-1/2” 

DNMMK300 3” 

DNMMK400 4” 

Part Number 
Steel 

Trade Size 
 (Inch) 

DBM12 1/2" 

DBM34 3/4" 

DBM100 1” 

DBM114 1-1/4” 

DBM112 1-1/2” 

DBM200 2” 

DBM212 2-1/2” 

DBM300 3” 

DBM400 4” 

DBM - Metal Ferrule to Flexible Conduit  
Standard: JIS C 8350 / QUATEST 3 
Material: Electro - galvanized steel 

DNMMK - Connector, Straight Flexible Conduit 
to Flexible Conduit  
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ELECTRICAL BOXES 
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HDN3 - 1 Gang Weatherproof Box with 3 - Outlet Holes 
HDN4 - 1 Gang Weatherproof Box with 4 - Outlet Holes 
HDN5 - 1 Gang Weatherproof Box with 5 - Outlet Holes 
HDV3 - 2 Gang Weatherproof Box with 3 - Outlet Holes 
HDV4 - 2 Gang Weatherproof Box with 4 - Outlet Holes 
HDV5 - 2 Gang Weatherproof Box with 5 - Outlet Holes 
HDVD - 3 Gang Deep Weatherproof Box with 7 - Outlet Holes 
HDT - Round Weatherproof Box with 5 - Outlet Holes 
MPA - Weather - Proof Aluminum Junction box IP67 
MPS - Weather - Proof ABS Plastic Junction box IP67 
HCT - Rectangular Box Junction Boxes and Covers 
HV - Square Box Junction Boxes and Covers 
HB, HCN - Rectangular Surface Switch Steel Box 
HBG - Octagon Box Junction Boxes and Covers 
MPB - Pull Box with Cover and Rubber Gasket 
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WEATHER - PROOF 
ELECTRICAL BOXES 

 

  

Part Number 
Trade Size 
NPT (Inch) 

Dimensions 

HDN312 1/2" Width: 2-3/4” 

HDN334 3/4" Height: 4-1/2” 

HDN3100 1” Depth: 2” 

Part Number 
Trade Size 
NPT (Inch) 

Dimensions 

HDN412 1/2" Width: 2-3/4” 

HDN434 3/4" Height: 4-1/2” 

Part Number 
Trade Size 
NPT (Inch) 

Dimensions 

HDN512 1/2" Width: 2-3/4” 

HDN534 3/4" Height: 4-1/2” 
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HDN3- 1 Gang Weatherproof Box with 3 - Outlet Holes 

 Application: Weatherproof electrical boxes are use for in branch circuit wiring in 
wet, damp, or dry locations and may be use as weatherproof junction box, or as a 
housing for receptacles, switches. 
Material (Finish): Aluminum die cast (Preminum Power Coating) 

HDN4- 1 Gang Weatherproof Box with 4 - Outlet Holes 

 

HDN5- 1 Gang Weatherproof Box with 5 - Outlet Holes 

 

NHDN- 1 Gang Weatherproof Box Cover 

 

NHDN 

NHL112 NHL212 NHL312 

NHR30 NHR31 NHR32 NHR33 
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WEATHER - PROOF 
ELECTRICAL BOXES 

 

 

  

Part Number 
Trade Size 
NPT (Inch) 

Dimensions 

HDV312 1/2" Width: 4-9/16” 

HDV334 3/4" Height: 4-1/2” 

Part Number 
Trade Size 
NPT (Inch) 

Dimensions 

HDV412 1/2" Width: 4-9/16” 

HDV434 3/4" Height: 4-1/2” 

Part Number 
Trade Size 
NPT (Inch) 

Dimensions 

HDV512 1/2" Width: 4-9/16” 

HDV534 3/4" Height: 4-1/2” 
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HDV3 - 2 Gang Weatherproof Box with 3 - Outlet Holes 

 Application: Weatherproof electrical boxes are use for in branch circuit wiring in 
wet, damp, or dry locations and may be use as weatherproof junction box, or as a 
housing for receptacles, switches. 
Material (Finish): Aluminum die cast (Preminum Power Coating) 

HDV4 - 2 Gang Weatherproof Box with 4 - Outlet Holes 

 

HDV5 - 2 Gang Weatherproof Box with 5 - Outlet Holes 

 

NHDV- 2 Gang Weatherproof Box Cover 

 

NHV40 NHV41 

NHV42 NHV43 NHV44 NHV45 

NHDV NHV39 
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WEATHER - PROOF 
ELECTRICAL BOXES 

 

  

Part Number 
Trade Size 
NPT (Inch) 

Dimensions 

HDVD312 1/2" Width: 6-3/8” 

HDVD334 3/4" Height: 4-1/2” 

HDVD3100 1” Depth: 2-5/8” 

Part Number 
Trade Size NPT 

(Inch) 
Dimensions 

HDT512 1/2" 5 -0utlet Holes 
4” Round  

Depth: 1-1/2” HDT534 3/4" 

Part Number Trade Size NPT (Inch) 

CPN12 1/2" 

CPN34 3/4" 
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HDVD - 3 Gang Deep Weatherproof Box with 7 - Outlet 
HolesApplication: Weatherproof electrical boxes are use for in branch circuit wiring in 

wet, damp, or dry locations and may be use as weatherproof junction box, or as a 
housing for receptacles, switches. 
Material (Finish): Aluminum die cast (Preminum Power Coating) 

HDT - Round Weatherproof Box with 5 - Outlet Holes 

Application: Weatherproof electrical boxes are use for in branch circuit wiring in 
wet, damp, dry locations when covers cosed and for use all rouand outlet box and 
lamp holder cover 
Material (Finish): Aluminum die cast (Preminum Power Coating) 

CPN - Weatherproof Box Closure Plug 
 

NHDT - Round Weatherproof Box Cover 
 

NHL53 NHL52 NHL51 NHT50 
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WEATHER - PROOF 
ELECTRICAL BOXES 

 
 

 

  

Part Number 
Dimensions 

W x D x H (mm) 
Part Number 

Dimensions 
W x D x H (mm) 

MPA080806 80 x 75 x 57 MPA161609 160 x 160 x 91 

MPA081307 80 x 125 x 70 MPA162110 160 x 210 x 100 

MPA101008 100 x 100 x 81 MPA162609 160 x 260 x 90  

MPA101608 100 x 160 x 80 MPA181810 180 x 180 x 101 

MPA121208 120 x 122 x 81 MPA232011 230 x 200 x 111 

MPA122209 120 x 220 x 91 MPA232018 230 x 200 x 180 

MPA123608 120 x 360 x 81 MPA233311 230 x 330 x 110 

MPA121308 125 x 125 x 81 MPA234011 230 x 400 x 111 

MPA142208 140 x 220 x 80 MPA314011 313 x 404 x 111 

MPA151309 150 x 132 x 90 MPA314018 313 x 404 x 181 
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MPA - Weather - Proof Aluminum Junction box IP67 
 Material (Finish): Aluminum die cast (Preminum Power Coating) 

Application: IP67 rated waterproof enclosures are proper to be used for 
indoor, outdoor or coastal area in harmful environment where expected 
to be contact with sea water 



 

Add: 114/72/2 To Ngoc Van, Ward 15, Go Vap District, Ho Chi Minh City, Vietnam 

Hotline:  0902 959 615  -  0909 077 615           Email: thietbiminhphat@gmail.com      

 

 
MINH PHAT Co.,Ltd 

WEATHER - PROOF 
ELECTRICAL BOXES 

 

  

Part Number 
Dimensions 

W x D x H (mm) 
Part Number 

Dimensions 
W x D x H (mm) 

MPS081107 80 x 110 x 70 MPS152013 150 x 200 x 130 

MPS082007 80 x 200 x 70 MPS152016 150 x 200 x 160 

MPS101008 100 x 100 x 75 MPS152510 150 x 250 x 100 

MPS101010 100 x 100 x 100 MPS152513 150 x 250 x 130 

MPS101807 100 x 185 x 70 MPS161607 160 x 160 x 70 

MPS102307 100 x 230 x 70 MPS202007 200 x 200 x 70 

MPS121210 125 x 125 x 100 MPS202013 200 x 200 x 130 

MPS121710 125 x 175 x 100 MPS202016 200 x 200 x 160 

MPS142309 140 x 230 x 95 MPS202019 200 x 200 x 190 

MPS152010 150 x 200 x 100 MPS212310 210 x 230 x 100 
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MPS - ABS Plastic Weather Proof Junction box IP67 
 

Material (Finish): ABS Plastic  
Temperature Range: -400 C to 1100 C 

Application: IP67 rated waterproof enclosures are proper to be used for 
indoor, outdoor or coastal area in harmful environment where expected to 
be contact with sea water. 
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STEEL  
JUNCTION BOXES 

 

 

   

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HCT15740 1/2" 1.2 mm 100 x 50 x 40 

HCT15747 3/4" 1.6mm 100 x 50 x 47 

HCT15754 1/2" & 3/4" 1.6mm 100 x 50 x 54 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HCTD15740 1/2" 1.2 mm 100 x 50 x 40 

HCTD15747 3/4" 1.6mm 100 x 50 x 47 

HCTD15754 1/2" & 3/4" 1.6mm 100 x 50 x 54 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HCTE15747 No Hole 1.2 mm 100 x 50 x 47 

HCTE15754 No Hole 1.6mm 100 x 50 x 54 

NH157 No Hole 1.5mm 100 x 50  
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HCT - Rectangular Box Junction Boxes and Covers 
 Application: Handy boxes, also called utility boxes, are used for convenience 

outlets, switch boxes or small junction boxes, handy boxes are popular for exposed 
work applications (surface mounted wiring). 

Extension rings provide a means of adding additional cubic capacity or as an outlet 
box for surface conduit 
Material (Finish): Steel (Pre-galvanized or Hot-dip galvanized) 

 

HCTD - Rectangular Box Extension Type 
 

HCTE - Rectangular Box Rain Tight Switch & Cover 
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STEEL  
JUNCTION BOXES 

 

  

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HV102A47 1/2" & 3/4" 1.2 mm 102 x 102 x 47 

HV102A54 1/2" & 3/4" 1.6mm 102 x 102 x 54 

HV102B47 1/2" & 3/4" 1.2 mm 102 x 102 x 47 

HV102B54 1/2" & 3/4" 1.6mm 102 x 102 x 54 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HVD102A 1/2" & 3/4" 1.2 mm 102 x 102 x 47 

HVD102B 1/2" & 3/4" 1.6mm 102 x 102 x 47 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HVE102A No Hole 1.2 mm 102 x 102 x 47 

HVE102B No Hole 1.6mm 102 x 102 x 54 

NHV102 No Hole 1.6mm 102 x 102 

NHVL102 
Hole  

1/2" & 3/4" 
1.5mm 102 x 102 
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HV - Square Box Junction Boxes and Covers 
 
Application: Square boxes, also called utility boxes, are used for 
convenience outlets, switch boxes or small junction boxes, handy boxes are 
popular for exposed work applications (surface mounted wiring). 
Material (Finish): Steel (Pre-galvanized or Hot-dip galvanized) 

 

HVD - Square Box Extension Type 
 

HVE - Square Box Rain Tight Type and Cover 
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HB HCN 

STEEL  
JUNCTION BOXES 

 

   

Part Number 

Knockouts Thickness 
Dimensions 
L x W x H Electro 

Galvanized 
Hot dip 

galvanized 
 Electro- 

Paint 

HB80 HB80N HB80P No Hole 1.5mm 80 x 80 x 50 

HCN120 HCN120N HCN120P No Hole 1.5mm 120  x 75 x 50 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HV75 1/2" & 3/4" 1.2 mm 75 x 75 x 50 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HVE75 No Hole 1.2mm 75 x 75 x 50 

NHV75 No Hole 1.5mm 75 x 75 
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HV - Square Box Junction Boxes and Covers 
 
Application: Square boxes, also called utility boxes, are used for 
convenience outlets, switch boxes or small junction boxes, handy boxes are 
popular for exposed work applications (surface mounted wiring). 
Material (Finish): Steel (Pre-galvanized or Hot-dip galvanized) 

 

HVE - Square Box Rain Tight Type and Cover 
 

HB, HCN - Rectangular Surface Switch Steel Box 
 

Material: Steel  
Finish: Pre-galvanized 
or Hot-dip galvanized 
or Electro- Paint 
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Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HBG8540 1/2" & 3/4" 1.2mm 85 x 85 x 40 

HBG9540 1/2" & 3/4" 1.2mm 95  x 95 x 40 

HBG9554 1/2" & 3/4" 1.6mm 95  x 95 x 54 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HBGD8540 1/2" & 3/4" 1.2mm 85 x 85 x 40 

HBGD9540 1/2" & 3/4" 1.2mm 95  x 95 x 40 

HBGD9554 1/2" & 3/4" 1.6mm 95  x 95 x 54 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HBGE8540 1/2" & 3/4" 1.2mm 85 x 85 x 40 

HBGE9554 1/2" & 3/4" 1.6mm 95  x 95 x 54 

NHBG95 1/2" & 3/4" 1.5mm 95  x 95  

NHBGL95 No Hole 1.5mm 95  x 95 
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HBG - Octagon Box Junction Boxes  

 Application: Octagon boxes, also called utility boxes, are used for 
convenience outlets, switch boxes or small junction boxes, handy boxes are 
popular for exposed work applications (surface mounted wiring). 
Material (Finish): Steel (Pre-galvanized or Hot-dip galvanized) 

 

HBGD - Octagon Box Extension Type 

 

HBGE - Octagon Box Rain Tight Type & Covers 
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Part Number 
 Dimensions (mm) 

W x D x H 
Part Number 

Dimensions (mm) 
     W x D x H 

MPB10050 100 x 100 x 50 MPB250200 250 x 250 x 200 

MPB100100 100 x 100 x 100 MPB250250 250 x 250 x 250 

MPB15050 150 x 150 x 50 MPB300100 300 x 300 x 100 

MPB150100 150 x 150 x 100 MPB300150 300 x 300 x 150 

MPB150150 150 x 150 x 150 MPB300200 300 x 300 x 200 

MPB20050 200 x 200 x 50 MPB300250 300 x 300 x 250 

MPB200100 200 x 200 x 100 MPB300300 300 x 300 x 300 

MPB200150 200 x 200 x 150 MPB400200 400 x 400 x 200 

MPB200200 200 x 200 x 200 MPB400300 400 x 400 x 300 

MPB25050 250 x 250 x 50 MPB400400 400 x 400 x 400 

MPB250100 250 x 250 x 100 MPB500300 500 x 500 x 300 

MPB250150 250 x 250 x 150 MPB500400 500 x 500 x 400 
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MPB - Pull Box with Cover and Rubber Gasket 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized steel)  
Thickness: 1.2mm, 1.5mm, 2.0mm, 2.5mm 
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