
 

Add: 114/72/2 To Ngoc Van, Ward 15, Go Vap District, Ho Chi Minh City, Vietnam 

Hotline:  0902 959 615  -  0909 977 615           Email: thietbiminhphat@gmail.com      

 

MINH PHAT Co.,Ltd 

MINH PHAT EQUIPMENT 
TECHNOLOGY COMPANY LIMITED 

JIS C 8305 Type E 
THREADLESS RIGID STEEL CONDUIT  

 

01 



 

Add: 114/72/2 To Ngoc Van, Ward 15, Go Vap District, Ho Chi Minh City, Vietnam 

Hotline:  0902 959 615  -  0909 977 615           Email: thietbiminhphat@gmail.com      

 

MINH PHAT Co.,Ltd 

  
  

  

02 



 

Add: 114/72/2 To Ngoc Van, Ward 15, Go Vap District, Ho Chi Minh City, Vietnam 

Hotline:  0902 959 615  -  0909 977 615           Email: thietbiminhphat@gmail.com      

 

MINH PHAT Co.,Ltd 

MINH PHAT EQUIPMENT 

TECHNOLOGY COMPANY LIMITED 
 

  

RECOMMENDATIONS 
* Currently, in the Vietnamese market, some companies provide poor quality plain/threaded 

electric wire steel conduit (JIS C 8305 Type E) with thin thickness for sale. lower costs, 

floating in the market and Minh Phat Co., Ltd. has produced and distributed G.I electric 

wire steel conduit (JIS C 8305 Type E), according to JIS C 8305 Type E (Japan) and certified 

TEST RESULTS by QUATEST 3 testing. This quality certificate is ONLY VALID on 

TEST SAMPLES and is NOT VALID on all SHIPMENTS of G.I electrical wire steel pipes 

(JIS C 8305 Type E) for issuance. into your project. Therefore, with competitive prices, you 

should directly check at Minh Phat warehouse to provide G.I electric wire steel conduit  

(JIS C 8305 Type E) for the project. 
 

* According to Vietnam Technical Regulations of the Ministry of Construction - QCVN 

16:2019/ BXD & 19/2019/ TT-BXD, from December 31, 2019, all types of standard 

construction must have a certificate of CONFORMITY & COMPLIANCE. Rules when 

experiencing this process. Therefore, customers should always buy G.I electric wire steel 

conduit (JIS C 8305 Type E) from Minh Phat company with reputable & quality products, 

fully equipped. STANDARD BOX CERTIFICATE and TEST paper, with Minh Phat 

Company's motto "PRESTIGE - QUALITY - PROFESSIONAL" 
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Features 

❖ The inside and outside surfaces are treated deterrent to rusting by means of galvanizing 
and smooth and good of finish 
❖ The inside surface is particularly free from projection detrimental to practical service.  
❖ Conduit tubes are practically straight and their both are cut perpendicular to their axes 
and chamfered.  
❖ Ductility for faster and easier bending.  
❖ Thickness of zinc coating for Pre- Galvanized Steel: > 15 microns (One Side)   
❖ Thickness of zinc coating for Hot Dip Galvanized Steel: > 45 microns (One Side)   
❖ Available in trade sizes E19 to E75. 

Standards Compliance 
 Minh Phat JIS C 8305 Steel Conduits - Type E are manufacturered in accordance with  
JIS C 8305 Threadless Conduit Tube Type. 
. 

EMI Shielding 

 Minh Phat JIS C 8305 Steel Conduits - Type E are very effective in reducing 
electromagnetic field levels for encased power distribution circuits, shielding computers and 
other sensitive electronic equipment from the effects of electromagnetic interference. 

Applications 

 Minh Phat JIS C 8305 Steel Conduits - Type E is installed by use of set-screw or 
compression- type couplings and connectors, it is permitted to have an integral coupling 
which is comprised of an expanded “belled” shape of tube on one end with set screws. 

 

❖ JIS C 8305 Steel Conduits - Type E are classified as threadless rigit steel conduit tube. 
❖ It is precision manufactured from high quality steel for exceptional durability and long- 
lasting life. 
❖ The surface treated by galvanizing for rust prevention and the inside surface which 
have been treated deterrent to rusting by means of coating. 
❖ It combines strength with ductility, providing easy bending, cutting and Joining while 
resisting flattening, kinking and splitting. 

Descriptions 
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E - JIS C 8305, Plain Steel Conduit Pipe Pre- 
Galvanized 

E - JIS C 8305, Plain Steel Conduit Pipe Hot 
dip- Galvanized 

E - JIS C 8305, Plain Stainless Steel SUS304 
Conduit  
 

JIS C 8305 Type E  
THREADLESS RIGID STEEL CONDUIT  
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Part Number Trade 
Size 

(mm) 

Outside 
Diameter 

Wall 
Thickness 

Length Weight 

Pre- 
galvanized 

mm mm mm Kgs/pc 

E19 19 19.10 1.20 3660 1,94 

E25 25 25.40 1.20 3660 2,62 

E31 31 31.80 1.40 3660 3,84 

E39 39 38.10 1.40 3660 4,64 

E51 51 50.80 1.40 3660 6,24 

E63 63 63.50 1.60 3660 8.94 

E75 75 76.20 1.60 3660 12.09 

E - JIS C 8305, Plain Steel Conduit - Class 3 

Tolerance:   
 Outside Diameter: E19 through E51 ± 0.15 mm, E63 through E75 ± 0.25 mm.  
 Thickness: ± 10%.   
 Length: ± 5.0 mm 

 

Standard: JIS C 8305:1999 - QUATEST 3 
Material: Carbon steel. (Pre-Galvanized Steel) 

❖ Thickness of zinc coating for Pre- Galvanized Steel: > 15 microns (One Side) 

❖ Available in trade sizes E19 - E75 
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Part Number 
Trade Size 

(mm) 

Outside 
Diameter 

Wall 
Thickness 

Length Weight 

Hot dip- 
galvanized 

mm mm mm Kgs/pc 

E19N 19 19.10 1.20 3660 1,94 

E25N 25 25.40 1.20 3660 2,62 

E31N 31 31.80 1.40 3660 3,84 

E39N 39 38.10 1.40 3660 4,64 

E51N 51 50.80 1.40 3660 6,24 

E63N 63 63.50 1.60 3660 8.94 

E75N 75 76.20 1.60 3660 12.09 

Tolerance:   
 Outside Diameter: E19 through E51 ± 0.15 mm, E63 through E75 ± 0.25 mm.  
 Thickness: ± 10%.   
 Length: ± 5.0 mm 

 

E - JIS C 8305, Plain Steel Conduit - Class 4 
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Standard: JIS C 8305:1999 - QUATEST 3 
Material: Carbon steel. (Hot dip - Galvanized Steel) 

❖ Thickness of zinc coating for Hot dip- Galvanized  
Steel: > 45 microns (One Side) 

❖ Available in trade sizes E19 - E75 
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Part Number 
Trade Size 

(mm) 

Outside 
Diameter 

Wall 
Thickness 

Length 

Stainless 
SUS304 

mm mm mm 

SE19 19 19.10 1.20 3000 

SE25 25 25.40 1.20 3000 

SE31 31 31.80 1.50 3000 

SE39 39 38.10 1.50 3000 

SE51 51 50.80 1.50 3000 

SE63 63 63.50 2.00 3000 

SE75 75 76.20 2.00 3000 

Tolerance:   
 Outside Diameter: E19 through E51 ± 0.15 mm, E63 through E75 ± 0.25 mm.  
 Thickness: ± 10%.   
 Length: ± 5.0 mm 

 

E - JIS C 8305, Plain Stainless Steel Conduit  
 Standard: JIS C 8305:1999 / ASTM E 1086 - 14 - QUATEST 3 

Material: Inox 304 (304 Stainless Steel Conduit) 

❖ Available in trade sizes E19 - E75 
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MONS - Stainless SUS304 Flexible Conduit  

MON - Flexible Metallic Conduit 

MBN - PVC Coated Flexible Conduit 

MBNH - Low Smoke and Zero Halogen Flexible 

MBNX - Liquid Tight Flexible Conduit (Grey)  

MBND - Liquid Tight Flexible Conduit (Black) 
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Part Number Trade 
Size 

(Inch) 

Inside Diameter 
(mm) 

Outside Diameter 
(mm) 

Length  
Roll 

Stainless 304 Min  Max Min  Max mm 

MONS12 1/2" 15.80 16.30 19.20 19.70 50 

MONS34 3/4" 20.60 21.20 24.30 25.10 30/50 

MONS100 1” 25.40 26.40 30.00 31.00 30/50 

MONS114 1-1/4” 31.70 34.50 38.00 40.30 20/50 

MONS112 1-1/2” 38.10 40.00 45.00 48.80 20/50 

MONS200 2” 50.80 52.80 56.50 57.10 20/30 
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MONS - SUS304 Stainless Steel Flexible Conduit 
Standard: BS731-1: 1952 / TCVN 7471-1: 2010 / QUATEST 3 
Temperature range: - 50degC đến + 300degC  
Ingress Protection class: IP 40         Type: Squarelock 
Material: Stainless Steel 304, helically wound. 
Available on request:  
 Longer length and bulk packaging  
 Cut Length and assemblies 
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Part Number 
Trade 
Size 

Inside Diameter 
(mm) 

Outside Diameter 
(mm) 

Length  
Roll 

Pre-Galvanized Min  Max Min  Max mm 

MON12 1/2" (19) 15.80 16.30 19.20 19.70 50 

MON34 3/4" (25) 20.60 21.20 24.30 25.10 50 

MON100 1” (31) 25.40 26.40 30.00 31.00 50 

MON114 
1-1/4” 
(39) 

31.70 34.50 38.00 40.30 50 

MON112 
1-1/2” 
(51) 

38.10 40.00 45.00 48.80 50 

MON200 2” (63) 50.80 52.80 56.50 57.10 30 

MON - Flexible Metallic Conduit  
Standard: BS731-1: 1952 / TCVN 7471-1: 2010 / QUATEST 3 

Temperature range: - 50degC đến + 300degC 

Ingress Protection class: IP 40, Type: Squarelock 

Material: Pre- Galvanized Steel.  

Available on request: Longer length and bulk packaging  

 Cut length and assemblies 
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Part Number 
Trade Size 
Inch, (mm) 

Inside Diameter 
(mm) 

Outside 
Diameter (mm) 

Length  
Roll 

MINH PHAT Min  Max Min  Max mm 

MBN12 1/2" (19) 15.80 16.30 20.20 20.70 50 

MBN34 3/4" (25) 20.70 21.20 25.50 26.10 50 

MBN100 1” (31) 26.40 26.80 31.60 32.20 50 

MBN114 1-1/4” (39) 34.70 35.40 40.80 41.50 50 

MBN112 1-1/2” (51) 40.00 40.60 46.60 47.20 50 

MBN200 2” (63) 51.30 51.90 58.10 58.70 30 

MBN212 2-1/2” (75) 63.00 63.60 71.80 72.50 20 

MBN300 3” 78.00 78.70 87.20 87.90 10 

MBN400 4” 101.60 102.60 111.20 112.50 10 

MBN - PVC Coated Flexible Steel Conduit  
Standard: BS731-1: 1952 / BS EN 61386-23:2004/IEC 61386-1:2008 / QUATEST 3 

Temperature range: - 25degC đến + 120degC 

Colar Pipe: Black    Type: Squarelock 
Ingress Protection class: IP 67 (with standard fittings)  
UV resistant PVC Coating.  
Material: Pre- Galvanized Steel with PVC Jacket 
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Part Number 
Trade Size 
Inch, (mm) 

Inside Diameter 
(mm) 

Outside 
Diameter (mm) 

Length  
Roll 

Pre-
Galvanized Min  Max Min  Max mm 

MBNH12 1/2" (19) 15.80 16.30 20.20 20.70 50 

MBNH34 3/4" (25) 20.70 21.20 25.50 26.10 50 

MBNH100 1” (31) 26.40 26.80 31.60 32.20 25 

MBNH114 1-1/4” (39) 34.70 35.40 40.80 41.50 25 

MBNH112 1-1/2” (51) 40.00 40.60 46.60 47.20 25 

MBNH200 2” (63) 51.30 51.90 58.10 58.70 10 

MBNH212 2-1/2” (75) 63.00 63.60 71.80 72.50 10 

MBNH300 3” 78.00 78.70 87.20 87.90 5 

MBNH400 4” 101.60 102.60 111.20 112.50 5 

MBNH - Low Smoke and Zero Halogen Flexible 
Standard: BS EN 14582 / IEC 61386 / QUATEST 3 

Temperature range: - 30degC đến + 80degC 

Ingress Protection class: IP 67, Type: Squarelock 

Tensile Resistance: Light: 250N / Medium: 500N / Heavy: 800N 

Material: Pre- Galvanized Steel with PVC LSZH Jacket 
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Standard: BS 731-1: 1952 / TCVN 7471-1:2010 / QUATEST 3 
Temperature range: - 25degC đến + 120degC 
Colar Pipe: GREY  
MADE IN THAILAND:  
Ingress Protection class: IP 67, Type: Interlock 
Material: Pre- Galvanized Steel with PVC Jacket 
Application: Made from hot dip galvanized steel, good protection to 
enclosed cables from impact, moisture, vapor and abrasion Bendable and 
high flexibility Coated with high grade PVC Suitable for industrial and 
residential used Can be used both indoor and outdoor 

MINH PHAT CO., LTD 
FLEXIBLE CONDUIT 

 

  

Part Number 
Trade Size 
Inch, (mm) 

Inside  
Diameter (mm) 

Outside 
Diameter (mm) 

Length  
Roll 

ARROWTite Grey Min  Max Min  Max mm 

MBNX12 1/2" (19) 15.70 16.30 20.80 21.30 30 

MBNX34 3/4" (25) 20.70 21.30 26.00 26.70 30 

MBNX100 1” (31) 26.20 26.90 32.70 33.40 30 

MBNX114 1-1/4” (39) 35.10 35.70 41.50 42.20 15 

MBNX112 1-1/2” (51) 40.20 40.80 47.40 48.30 15 

MBNX200 2” (63) 51.00 51.80 59.40 60.30 15 

MBNX212 2-1/2” (75) 62.50 64.00 72.10 73.00 7.5 

MBNX300 3” 77.60 78.80 87.70 88.90 7.5 

MBNX400 4” 101.10 102.50 113.20 114.30 7.5 

MBNX - Liquid Tight Flexible Steel Conduit  
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Part Number 
Trade Size 
Inch, (mm) 

Inside  
Diameter (mm) 

Outside 
Diameter (mm) 

Length  
Roll 

ARROW Tite 
BLACK Min  Max Min  Max mm 

MBND12 1/2" (19) 15.70 16.30 20.80 21.30 30 

MBND34 3/4" (25) 20.70 21.30 26.00 26.70 30 

MBND100 1” (31) 26.20 26.90 32.70 33.40 30 

MBND114 1-1/4” (39) 35.10 35.70 41.50 42.20 15 

MBND112 1-1/2” (51) 40.20 40.80 47.40 48.30 15 

MBND200 2” (63) 51.00 51.80 59.40 60.30 15 

MBND212 2-1/2” (75) 62.50 64.00 72.10 73.00 7.5 

MBND300 3” 77.60 78.80 87.70 88.90 7.5 

MBND400 4” 101.10 102.50 113.20 114.30 7.5 
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Standard: UL360 / BS731-1: 1952 / TCVN7471-1:2010 / QUATEST 3 

Temperature range: - 20⁰C đến + 150⁰C 

Colar Pipe: BLACK     Type: Interlock 

MADE IN THAILAND:  
Ingress Protection class: IP 67 (with standard fittings)  
Material: Pre- Galvanized Steel with PVC Jacket 

Application: UL liquidtight standard Coated with high quality flame 
retardant PVC High flexiblity suitable for grounding and concrete 
embedding 

MBND - Liquid Tight Flexible Metallic Conduit  
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KNE - Couplings Set Screw Type E 

DNE - Box Connectors Set Screw Type E 

CCEK - Steel Elbow 90° Type E 

CCEC - Steel Elbow 90° Set Screw Type E 

KCDE - Saddle with Base Type E 

KODE - Two Hole Trap / Saddle without Base Type E 

KODE1 - One Hole Trap Type E 

TDE - Inspection Screwed Tee Type E 

CDE - Inspection Screwed Elbow Type E 

HE1 / HEL1 - 1 Outlet Circular Box Type E 

HET / HETL - 2 Outlet Straight Circular Box Type E 

HEV / HEVL - 2 Outlet Angle Circular Box Type E 

HE3 / HEL3 - 3 Outlet Circular Box Type E 

HE4 / HEL4 - 4 Outlet Circular Box Type E 

BDOE - PVC Grommet Conduit Type E 

BOE - Conduit Bender Type E 
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Part Number 
Electro - Gal 

Part Number  
Stainless 304 

Trade Size 
(mm) 

KNEN19 SKNE19 E19 

KNEN25 SKNE25 E25 

KNEN31 SKNE31 E31 

KNEN39 SKNE39 E39 

KNEN51 SKNE51 E51 

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal 

Trade Size 
(mm) 

KNE19 KNE19N E19 

KNE25 KNE25N E25 

KNE31 KNE31N E31 

KNE39 KNE39N E39 

KNE51 KNE51N E51 

KNE63 KNE63N E63 

KNE75 KNE75N E75 

KNE - Couplings Set Screw Type E 

Standard: JIS C 8330 / QUATEST 3 
Application: Used to connect to threadless conduit tubes. 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized) 

KNEN / SKNE - Couplings Compression 
Standard: JIS C 8330 / QUATEST 3 

Application: Used to connect two ends of threadless conduit tubes. 
Material (Finish): Carbon Steel (Electro - galvanized),  

                                           Inox 304 (Stainless steel Conduit SUS304)                                
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Part Number 
Electro - Gal 

Part Number 
Stainless 304 

Trade Size 
(mm) 

DNEN19 SDNE19 E19 

DNEN25 SDNE25 E25 

DNEN31 SDNE31 E31 

DNEN39 SDNE39 E39 

DNEN51 SDNE51 E51 

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal 

Trade Size 
(mm) 

Part Number  
Die cast  Zinc 

DNE19 DNE19N E19 ADNE19 

DNE25 DNE25N E25 ADNE25 

DNE31 DNE31N E31 ADNE31 

DNE39 DNE39N E39 ADNE39 

DNE51 DNE51N E51 ADNE51 

DNE63 DNE63N E63 ADNE63 

DNE75 DNE75N E75 ADNE75 

DNE - Box Connector Set Screw Type E  
Standard: JIS C 8330 / QUATEST 3 
Application: To connect Threadless conduit tubes to a steel outlet box or closure 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - 
galvanized), Antimon (Die Cast Zinc)  

  

DNEN - Box Connectors Compression Type E 
Standard: JIS C 8330 / QUATEST 3 

Application: To connect Threadless conduit tubes to a steel outlet box or closure 

Material (Finish): Steel (Electro - galvanized), Inox 304 (Stainless Conduit SUS304)                                
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Part Number 
Electro - Gal 

Part Number 
Hot dip Gal 

Trade Size 
(mm) 

Part Number 
Stainless 304 

CCEK19 CCEK19N E19 SCCEK19 

CCEK25 CCEK25N E25 SCCEK25 

CCEK31 CCEK31N E31 SCCEK31 

CCEK39 CCEK39N E39 SCCEK39 

CCEK51 CCEK51N E51 SCCEK51 

CCEK63 CCEK63N E63 SCCEK63 

CCEK75 CCEK75N E75 SCCEK75 

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal 

Trade Size 
(mm) 

Part Number 
Stainless 304 

CCEC19 CCEC19N E19 SCCEC19 

CCEC25 CCEC25N E25 SCCEC25 

CCEC31 CCEC31N E31 SCCEC31 

CCEC39 CCEC39N E39 SCCEC39 

CCEC51 CCEC51N E51 SCCEC51 

CCEC63 CCEC63N E63 SCCEC63 

CCEC75 CCEC75N E75 SCCEC75 

CCEK - Steel Elbow 90° Type E 
Material (Finish): Steel (Electro - galvanized or Hot dip - galvanized), 
Inox 304 (Stainless Steel Conduit SUS304)  
■ Interior coating provides a smooth racerway for fast, easier wire –puling 
■ Excellent mechanical protection for conductors.  
■ Optimal shielding charateristies 

CCEC - Steel Elbow 90° Set Screw / Normal Bend  Type E 
 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized)  
Inox 304 (Stainless Steel Conduit SUS304) 
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Part Number 
Electro - Gal 

Part Number 
Hot dip Gal 

Trade Size 
(mm) 

Part Number 
Stainless 304 

KCDE19 KCDE19N E19 SKCDE19 

KCDE25 KCDE25N E25 SKCDE25 

KCDE31 KCDE31N E31 SKCDE31 

KCDE39 KCDE39N E39 SKCDE39 

KCDE51 KCDE51N E51 SKCDE51 

KCDE63 KCDE63N E63 SKCDE63 

KCDE75 KCDE75N E75 SKCDE75 

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal 

Trade Size 
(mm) 

Part Number 
Stainless 304 

KODE19 KODE19N E19 SKODE19 

KODE25 KODE25N E25 SKODE25 

KODE31 KODE31N E31 SKODE31 

KODE39 KODE39N E39 SKODE39 

KODE51 KODE51N E51 SKODE51 

KODE63 KODE63N E63 SKODE63 

KODE75 KODE75N E75 SKODE75 

KCDE - Spacer bar / Saddle with Base Type E 

Heavy Duty Beam Clamp  Application: in trade size: E19 to E75. 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized), 
Inox 304 (Stainless steel SUS304) 
  

Application: in trade size: E19 to E75. 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized), 
Inox 304 (Stainless Steel Conduit SUS304) 

KODE - Saddle without Base / Two Hole Trap Type E 
Heavy Duty Beam Clamp  
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MINH PHAT Co.,Ltd 

JIS C 8305 Type E 
G.I STEEL CONDUIT AND FITTINGS 

 

  

Part Number  Trade Size (mm) 

CDE19 E19 

CDE25 E25 

CDE31 E31 

CDE39 E39 

CDE51 E51 

Part Number 
Electro - Gal 

Part Number 
Hot dip Gal 

Trade Size 
(mm) 

KODE119 KODE119N E19 

KODE125 KODE125N E25 

KODE131 KODE131N E31 

Part Number  Trade Size (mm) 

TDE19 E19 

TDE25 E25 

TDE31 E31 

KODE1 - Spacer / One Hole Strap Type E 

Application: to connect threadless conduit tube to threadless conduit tube 
Material (Finish): Aluminum Alloy 
Available in trade size: E19 to E51 

CDE - Inspection Screwed Elbow 90° Type E 

Application: in trade size: E19 to E75. 
Material (Finish): Steel (Electro - galvanized or Hot dip - galvanized)  
 

Application: to connect threadless conduit tube to threadless conduit tube 
Material (Finish): Aluminum Alloy 
Available in trade size: E19 to E31. 

TDE - Inspection Screwed Tee Type E 
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JIS C 8305 Type E 
G.I STEEL CONDUIT AND FITTINGS 

 

  

Part Number  Trade Size (mm) 

HEV219 E19 

HEV225 E25 

HEV231 E31 

HEV239 E39 

Part Number  Trade Size (mm) 

HE119 E19 

HE125 E25 

HE131 E31 

HE139 E39 

Part Number  Trade Size (mm) 

HET219 E19 

HET225 E25 

HET231 E31 

HET239 E39 

HE1 - 1 Outlet Circular Surface Box JIS Type E 

Standard: JIS C 8340 / BS 4568-1:1970 / QUATEST 3 
Material (Finish): Aluminum Alloy 
Available in trade size: E19 to E51 

HET - 2 Outlet Straight Circular Box JIS Type E 

HEV - 2 Outlet Angle Circular Box JIS Type E 
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JIS C 8305 Type E 
G.I STEEL CONDUIT AND FITTINGS 

 

 

 

 

  

Part Number  Trade Size (mm) 

HE319 E19 

HE325 E25 

HE331 E31 

HE339 E39 

Part Number 
No Hole 

Part Number 
Hole 

Trade Size 
(mm) 

NHE19 NHEL19 E19 

NHE25 NHEL25 E25 

NHE31 NHEL31 E31 

NHE39 NHEL39 E39 

Part Number  Trade Size (mm) 

HE419 E19 

HE425 E25 

HE431 E31 

HE439 E39 

HE3 - 3 Outlet Circular Surface Box JIS Type E 

HE4 - 4 Outlets Circular Surface Box JIS Type E 

NHE - Dome Cover Circular Box Type E 

Material (Finish): Aluminum Alloy, Steel 
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Standard: JIS C 8340 / BS 4568-1:1970 / QUATEST 3 
Material (Finish): Aluminum Alloy 
Available in trade size: E19 to E51 
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JIS C 8305 Type E 
G.I STEEL CONDUIT AND FITTINGS 

       

 

Part Number  Trade Size 
(mm) H A B D 

HEL119 19 40.5 89.5 73 23 

HEL125 25 40.5 89.5 73 29.5 

HEL131 31 45 100 84 36 

Part Number  Trade Size 
(mm) H A B D 

HETL219 19 40.5 89.5 73 23 

HETL225 25 40.5 89.5 73 29.5 

HETL231 31 45 100 84 36 

Part Number  
Trade Size 

(mm) 
H A B D 

HEVL219 19 40.5 89.5 73 23 

HEVL225 25 40.5 89.5 73 29.5 

HEVL231 31 45 100 84 36 

HEL1 - Circular Surface Box - 1 Outlet Type E 

HEVL - Circular Surface Box -  Angle 2 Outlets 
 

24 

Standard: JIS C 8340 / BS 4568-1:1970 / QUATEST 3 
Application: The product is used to replace steel pipe junction boxes 
according to JIS C 8305 standards for E pipes manufactured in Vietnam 
Ingress protection class: IP 30 
Material (Finish): Aluminum Alloy 
Box diameter: 90 mm, 100mm  

HETL - Circular Surface Box -  Straight 2 Outlets 
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JIS C 8305 Type E 
G.I STEEL CONDUIT AND FITTINGS 

 

  

Part Number  Trade Size 
(mm) H A B D 

HEL419 19 40.5 89.5 73 23 

HEL425 25 40.5 89.5 73 29.5 

HEL431 31 45 100 84 36 

Part Number  
Trade Size 

(mm) 
H A B D 

HEL319 19 40.5 89.5 73 23 

HEL325 25 40.5 89.5 73 29.5 

HEL331 31 45 100 84 36 

HEL3 - Circular Surface Box - 3 Outlet Type E 

HEL4 - Circular Surface Box - 4 Outlet Type E 

Standard: JIS C 8340 / BS 4568-1:1970 / QUATEST 3 
Application: The product is used to replace steel pipe junction boxes 
according to JIS C 8305 standards for E pipes manufactured in Vietnam 
Ingress protection class: IP 30 
Material (Finish): Aluminum Alloy 
Box diameter: 90 mm, 100mm  

25 

NHLE - Dome Cover Circular Box JIS Type E 

Material (Finish): Aluminum, Steel 
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JIS C 8305 Type E 
G.I STEEL CONDUIT AND FITTINGS 

 

  

Part Number  Trade Size (mm) 

MBC1939 

E19 

E25 

E31 

E39 

Part Number  Trade Size (mm) 

BOE19 E19 

BOE25 E25 

BOE31 E31 

Part Number  Trade Size (mm) 

BDOE19 E19 

BDOE25 E25 

BDOE31 E31 

BDOE39 E39 

BDOE51 E51 

BDOE63 E63 

BDOE75 E75 

BOE - Conduit Bender Type E 
Material (Finish): Aluminum Alloy, Steel 
 

BDOE - PVC Grommet Conduit Type E 
Material (Finish): PVC Plastic Conduit 

MBC - Bending Machine Conduit Type E 

Material (Finish): Aluminum Alloy, Steel 
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MINH PHAT CO.,LTD 
FLEXIBLE CONDUIT & FITTINGS 
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 DNMK - Connector, Flexible Conduit to Box 

DNMA - Connector, Squeeze Straight Flexible 
Conduit to Box 

DNTK - Connector, Flexible Conduit to G.I 
Conduit EMT 

DNTA - Connector, Squeeze Straight Flexible 
Conduit to G.I Conduit EMT 

DNVK90 - Connector, Angle 90° Flexible Conduit 
to Box 

DNVK45 - Connector, Angle 45° Flexible Conduit 
to Box 
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FLEXIBLE CONDUIT & FITTINGS 

 

  

Part Number 
Die Cast Zinc 

Part Number 
Malleable Iron  

Trade Size (Inch) 

DNMK12 DNMK12N 1/2" 

DNMK34 DNMK34N 3/4" 

DNMK100 DNMK100N 1” 

DNMK114 DNMK114N 1-1/4” 

DNMK112 DNMK112N 1-1/2” 

DNMK200 DNMK200N 2” 

DNMK212 DNMK212N 2-1/2” 

DNMK300 DNMK300N 3” 

DNMK400 DNMK400N 4” 

Part Number 
Die Cast Zinc 

Trade Size 
 (Inch) 

DNMK12 1/2" 

DNMK34 3/4" 

DNMK100 1” 

DNMK114 1-1/4” 

DNMK112 1-1/2” 

DNMK200 2” 

DNMK - Connector, Straight Flexible Conduit to Box 

DNMA - Connector, Squeeze Flexible Conduit to Box 
Standard: JIS C 8350 / QUATEST 3 
Material: Die Cast Zinc,  

Standard: JIS C 8350 / QUATEST 3 
Material: Die Cast Zinc, Malleable Iron + Zinc Plated  
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MINH PHAT CO., LTD 
FLEXIBLE CONDUIT & FITTINGS 

 

 

    

Part Number 
Die Cast Zinc 

Trade Size 
 Inch, (mm) 

DNEK19 1/2" (19) 

DNEK25 3/4" (25) 

DNEK31 1” (31) 

DNEK39 1-1/4” (39) 

DNEK51 1-1/2” (51) 

DNEK63 2” (63) 

DNEK75 2-1/2” (75) 

DNEK - Connector, Straight Flexible Conduit to 

G.I Conduit JIS Type E 
Standard: JIS C 8350 / QUATEST 3 
Material: Zinc Die Cast  
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FLEXIBLE CONDUIT & FITTINGS 

 

 

 

 

 

    

Part Number 
Die Cast Zinc 

Part Number 
Malleable Iron  

Trade Size (Inch) 

DNVK12 DNVK12N 1/2" 

DNVK34 DNVK34N 3/4" 

DNVK100 DNVK100N 1” 

DNVK114 DNVK114N 1-1/4” 

DNVK112 DNVK112N 1-1/2” 

DNVK200 DNVK200N 2” 

DNVK212 DNVK212N 2-1/2” 

DNVK300 DNVK300N 3” 

DNVK400 DNVK400N 4” 

Part Number 
Die Cast Zinc 

Part Number 
Malleable Iron  

Trade Size (Inch) 

DNVK12 DNVK12N 1/2" 

DNVK34 DNVK34N 3/4" 

DNVK100 DNVK100N 1” 

DNVK114 DNVK114N 1-1/4” 

DNVK112 DNVK112N 1-1/2” 

DNVK200 DNVK200N 2” 

Standard: JIS C 8350 / QUATEST 3 
Material: Die Cast Zinc, Malleable Iron + Zinc Plated  

DNVK45 - Connector, Angle 45° Flexible Conduit to Box 

 

DNVK90 - Connector, Angle 90° Flexible Conduit 
to Box 

Standard: JIS C 8350 / QUATEST 3 
Material: Die Cast Zinc, Malleable Iron + Zinc Plated  
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MINH PHAT CO., LTD 
FLEXIBLE CONDUIT & FITTINGS 

  

  

Part Number 
Die Cast Zinc 

Trade Size 
 (Inch) 

DNMMK12 1/2" 

DNMMK34 3/4" 

DNMMK100 1” 

DNMMK114 1-1/4” 

DNMMK112 1-1/2” 

DNMMK200 2” 

DNMMK212 2-1/2” 

DNMMK300 3” 

DNMMK400 4” 

Part Number 
Steel 

Trade Size 
 Inch, (mm) 

DBM12 1/2" (19) 

DBM34 3/4" (25) 

DBM100 1” (31) 

DBM114 1-1/4” (39) 

DBM112 1-1/2” (51) 

DBM200 2” (63) 

DBM212 2-1/2” (75) 

DBM300 3” 

DBM400 4” 

DBM - Metal Ferrule to Flexible Conduit  
Standard: JIS C 8350 / QUATEST 3 
Material: Electro - galvanized steel 

 

DNMMK - Connector, Straight Flexible Conduit 
to Flexible Conduit  
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JUNCTION BOXES 
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HCT - Rectangular Box Junction Boxes and Covers 

HV - Square Box Junction Boxes and Covers 

HBS - Switch and Socket Boxes (1 Gangs, 2 Gangs) 

HBG - Octagon Box Junction Boxes and Covers 

MPB - Pull Box with Cover and Rubber Gasket 

MPA - Weather - Proof Aluminum Junction box IP67 

MPS - Weather - Proof ABS Plastic Junction box IP67 
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STEEL 
JUNCTION BOXES 

 

  

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HCT15740 19 1.2 mm 100 x 50 x 40 

HCT15747 25 1.6mm 100 x 50 x 47 

HCT15754 19 & 25 1.6mm 100 x 50 x 54 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HCTE15747 No Hole 1.2 mm 100 x 50 x 47 

HCTE15754 No Hole 1.6mm 100 x 50 x 54 

NH157 No Hole 1.5mm 100 x 50  

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HCTD15740 19 1.2 mm 100 x 50 x 40 

HCTD15747 25 1.6mm 100 x 50 x 47 

HCTD15754 19  & 25 1.6mm 100 x 50 x 54 
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HCT - Rectangular Box Junction Boxes Type E 
 Application: Handy boxes, also called utility boxes, are used for convenience 

outlets, switch boxes or small junction boxes, handy boxes are popular for exposed 
work applications (surface mounted wiring). 

Extension rings provide a means of adding additional cubic capacity or as an outlet 
box for surface conduit 
Material (Finish): Steel (Pre-galvanized or Hot-dip galvanized) 

 

HCTE - Rectangular Box Rain Tight Switch & Cover 
 

HCTD - Rectangular Box Extension Type 
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JUNCTION BOXES 

 

 

 

  

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HV102A47 19  & 25 1.2 mm 102 x 102 x 47 

HV102A54 19  & 25 1.6mm 102 x 102 x 54 

HV102B47 19  & 25 1.2 mm 102 x 102 x 47 

HV102B54 19  & 25 1.6mm 102 x 102 x 54 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HVD102A 19  & 25 1.2 mm 102 x 102 x 47 

HVD102B 19  & 25 1.6mm 102 x 102 x 47 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HVE102A No Hole 1.2 mm 102 x 102 x 47 

HVE102B No Hole 1.6mm 102 x 102 x 54 

NHV102 No Hole 1.6mm 102 x 102 

NHVL102 
Hole  

19 & 25 
1.5mm 102 x 102 
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HV - Square Box Junction Boxes Type E 
 
Application: Square boxes, also called utility boxes, are used for 
convenience outlets, switch boxes or small junction boxes, handy boxes 
are popular for exposed work applications (surface mounted wiring). 
Material (Finish): Steel (Pre-galvanized or Hot-dip galvanized) 
 

HVD - Square Box Extension Type E 
 

HVE - Square Box Rain Tight Type and Cover 
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STEEL 
JUNCTION BOXES 

 

 

 

  

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HV75 19 & 25 1.2 mm 75 x 75 x 50 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HVE75 No Hole 1.2mm 75 x 75 x 50 

NHV75 No Hole 1.5mm 75 x 75 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HBS7037 19 & 25 1.0 mm 70 x 70 x 35 

HBS7047 19 & 25 1.0mm 70 x 70 x 47 

HBS13035 19 & 25 1.0mm 130 x 70 x 35 

HBS13047 19 & 25 1.0mm 130 x 70 x 47 

HBS21047 19 & 25 1.0mm 210 x 70 x 47 
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HV - Square Box Junction Boxes Type E 
 

Application: Square boxes, also called utility boxes, are used for 
convenience outlets, switch boxes or small junction boxes, handy boxes 
are popular for exposed work applications (surface mounted wiring). 
Material (Finish): Steel (Pre-galvanized or Hot-dip galvanized) 

HVE - Square Box Rain Tight Type and Cover 
 

HBS – 1 Gang Switch Box / (1+1) Gangs Switch 
Box / (1+1+1) Gangs Switch Box with Brass Pillar 

 Standard: BS 4662 
Material (Finish): Steel (Pre-galvanized) 
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Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HBG8540 19 & 25 1.2mm 85 x 85 x 40 

HBG9540 19 & 25 1.2mm 95  x 95 x 40 

HBG9554 19 & 25 1.6mm 95  x 95 x 54 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HBGE8540 19 & 25 1.2mm 85 x 85 x 40 

HBGE9554 19 & 25 1.6mm 95  x 95 x 54 

NHBG95 19 & 25 1.5mm 95  x 95  

NHBGL95 No Hole 1.5mm 95  x 95 

Part Number Knockouts Thickness 
Dimensions 
L x W x H 

HBGD8540 19 & 25 1.2mm 85 x 85 x 40 

HBGD9540 19 & 25 1.2mm 95  x 95 x 40 

HBGD9554 19 & 25 1.6mm 95  x 95 x 54 
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HBG - Octagon Box Junction Boxes Type E 

 Application: Octagon boxes, also called utility boxes, are used for 
convenience outlets, switch boxes or small junction boxes, handy boxes 
are popular for exposed work applications (surface mounted wiring). 
Material (Finish): Steel (Pre-galvanized or Hot-dip galvanized) 
 

HBGD - Octagon Box Extension Type E 

 

HBGE - Octagon Box Rain Tight Type & Covers 
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Part Number 
 Dimensions (mm) 

W x D x H 
Part Number 

Dimensions (mm) 
     W x D x H 

MPB10050 100 x 100 x 50 MPB250200 250 x 250 x 200 

MPB100100 100 x 100 x 100 MPB250250 250 x 250 x 250 

MPB15050 150 x 150 x 50 MPB300100 300 x 300 x 100 

MPB150100 150 x 150 x 100 MPB300150 300 x 300 x 150 

MPB150150 150 x 150 x 150 MPB300200 300 x 300 x 200 

MPB20050 200 x 200 x 50 MPB300250 300 x 300 x 250 

MPB200100 200 x 200 x 100 MPB300300 300 x 300 x 300 

MPB200150 200 x 200 x 150 MPB400200 400 x 400 x 200 

MPB200200 200 x 200 x 200 MPB400300 400 x 400 x 300 

MPB25050 250 x 250 x 50 MPB400400 400 x 400 x 400 

MPB250100 250 x 250 x 100 MPB500300 500 x 500 x 300 

MPB250150 250 x 250 x 150 MPB500400 500 x 500 x 400 
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MPB - Pull Box with Cover and Rubber Gasket 
Material (Finish): Carbon Steel (Electro - galvanized or Hot dip - galvanized 

steel), Inox 304 (Stainless Steel SUS304), Electro- Paint  
Thickness: 1.2mm, 1.5mm, 2.0mm, 2.5mm 
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Part Number 
Dimensions 

W x D x H (mm) 
Part Number 

Dimensions 
W x D x H (mm) 

MPA080806 80 x 75 x 57 MPA161609 160 x 160 x 91 

MPA081307 80 x 125 x 70 MPA162110 160 x 210 x 100 

MPA101008 100 x 100 x 81 MPA162609 160 x 260 x 90  

MPA101608 100 x 160 x 80 MPA181810 180 x 180 x 101 

MPA121208 120 x 122 x 81 MPA232011 230 x 200 x 111 

MPA122209 120 x 220 x 91 MPA232018 230 x 200 x 180 

MPA123608 120 x 360 x 81 MPA233311 230 x 330 x 110 

MPA121308 125 x 125 x 81 MPA234011 230 x 400 x 111 

MPA142208 140 x 220 x 80 MPA314011 313 x 404 x 111 

MPA151309 150 x 132 x 90 MPA314018 313 x 404 x 181 
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MPA - Weather - Proof Aluminum Junction box IP67 
 Material (Finish): Aluminum die cast (Preminum Power Coating) 

Application: IP67 rated waterproof enclosures are proper to be used for 
indoor, outdoor or coastal area in harmful environment where expected 
to be contact with sea water 
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Part Number 
Dimensions 

W x D x H (mm) 
Part Number 

Dimensions 
W x D x H (mm) 

MPS081107 80 x 110 x 70 MPS152013 150 x 200 x 130 

MPS082007 80 x 200 x 70 MPS152016 150 x 200 x 160 

MPS101008 100 x 100 x 75 MPS152510 150 x 250 x 100 

MPS101010 100 x 100 x 100 MPS152513 150 x 250 x 130 

MPS101807 100 x 185 x 70 MPS161607 160 x 160 x 70 

MPS102307 100 x 230 x 70 MPS202007 200 x 200 x 70 

MPS121210 125 x 125 x 100 MPS202013 200 x 200 x 130 

MPS121710 125 x 175 x 100 MPS202016 200 x 200 x 160 

MPS142309 140 x 230 x 95 MPS202019 200 x 200 x 190 

MPS152010 150 x 200 x 100 MPS212310 210 x 230 x 100 
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MPS - ABS Plastic Weather Proof Junction box IP67 
 

Material (Finish): ABS Plastic  
Temperature Range: -400 C to 1100 C 

Application: IP67 rated waterproof enclosures are proper to be used for 
indoor, outdoor or coastal area in harmful environment where expected to 
be contact with sea water. 
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MINH PHAT 
EQUIPMENT TECHNOLOGY COMPANY LIMITED 
 

Address: 14/72/2 To Ngoc Van Street, Ward 15, Go Vap District, Ho Chi Minh City, Viet Nam 

Tel: 0909 077 615 (Sale & Admin)        Hotline: 0902 959 615            Tax code: 0312333798 

Email: thietbiminhphat@gmail.com   - duho.minhphat@gmail.com 

Websize: www.thietbiminhphat.vn  /  www.minhphatconduit.vn 


